
This version is available at https://strathprints.strath.ac.uk/61160/

Strathprints is designed to allow users to access the research output of the University of Strathclyde. Unless otherwise explicitly stated on the manuscript, Copyright © and Moral Rights for the papers on this site are retained by the individual authors and/or other copyright owners. Please check the manuscript for details of any other licences that may have been applied. You may not engage in further distribution of the material for any profitmaking activities or any commercial gain. You may freely distribute both the url (https://strathprints.strath.ac.uk/) and the content of this paper for research or private study, educational, or not-for-profit purposes without prior permission or charge.

Any correspondence concerning this service should be sent to the Strathprints administrator: strathprints@strath.ac.uk
Measurement of an upgraded input coupling system for W-band gyro-TWA

Liang Zhang, Wenlong He, Craig R. Donaldson, Jason Garner and Adrian W. Cross
Department of Physics, SUPA, University of Strathclyde
Glasgow, Scotland, UK, G4 0NG
liang.zhang@strath.ac.uk

Abstract—A gyrotron traveling-wave amplifier (gyro-TWA) operating at W-band has been upgraded and experimentally measured. In this paper, the design and measurement of the upgraded input coupling system for the gyro-TWA is presented. In the measurement, the transmission coefficient of the coupler is at an optimal level of about -1 dB.

Keywords—input coupler; gyrotron traveling-wave amplifier; microwave window;

I. INTRODUCTION

The gyro-devices have the capability to generate high power radiation in the millimeter and sub-millimeter range. They can be used in applications such as high resolution radar, plasma diagnostics and deep space communication. Following the success of a gyro-BWO operating over 88–102.5 GHz [1], a W-band gyro-TWA has been experimentally studied at Strathclyde University. The gyro-TWA was designed to be driven by a 40 kV, 1.5 A annular shaped large-orbit electron beam. The simulated output power is about 5 kW.

A schematic drawing of the gyro-TWA is shown in Fig. 1. The whole system includes magnetic coils (1 and 6), a cusp electron gun (2), an input coupling system (3 and 4), an elliptical converter (5), an helically corrugated interaction region (HCIR) (7) and an output system (8) [2-7]. The input coupling system plays an important role in the operation of the gyro-TWA. The lower power microwave seed signal is coupled into the vacuum electronic device through an in-band pillbox window (4) and then the waveguide bends. Then the linearly polarized wave is converted into a circularly polarization wave. The eigenwave in the HCIR is used to resonantly interact with the axis encircling electron beam to amplify the input microwave signal. The amplified microwave radiation is coupled out by the output system, which is composed by a smoothly profiled horn and a multiple-layer microwave window.

The input coupler is required to have good a transmission coefficient and sufficient bandwidth for the operation of the gyro-TWA [7, 8]. In this paper, the design and measurement of the upgraded input coupling system is presented.

II. THE INPUT COUPLER

The input coupling system includes a microwave window, 90 degree waveguide bends, a side-wall coupler and a broadband reflector [9]. A pillbox window was used because it has relatively broad bandwidth, and it is easy to connect with the standard WR-10 waveguide. The dimensions of the pillbox window can be quickly optimized by using the mode-matching method.

This work was supported by the Engineering and Physical Sciences Research Council (EPSRC) U.K. under Research Grants EP/M008622/1, EP/K029746/1, and Science and Technology Facilities Council (STFC) U.K. under Research Grants ST/K006673/1, ST/N002326/1.
III. THE INPUT COUPLING SYSTEM

The T-junction was brazed together with a waveguide bend and a beam tube, which was used to house the elliptical converter, HCIR and waveguide tapers. The broadband reflector and the pillbox window were then assembled to form the complete input system.

Fig. 3. Measurement setup of the whole system includes input coupling system.

Fig. 3 shows the photo of the beam tube. Its microwave properties were then measured using a W-band Vector Network Analyser. To achieve the optimal results, the position of the broadband reflector can be slightly adjusted. Fig. 4 shows the final measured results. The overall transmission loss of the whole setup was about -4.5 to -6 dB, which includes a -0.6 dB loss from the pillbox window; -0.4 dB loss from the rectangular waveguide bends; -1.5 dB loss from 2 polarizers; -1.0 dB from the input coupler; -1.5 dB loss from the HCIR; -0.6 dB loss from a long smooth circular waveguide after the HCIR, and a -0.3 dB loss from a rectangular-to-circular convertor.

Fig. 4. The measured performance of the whole system including input coupling system for the W-band gyro-TWA.

References
