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This paper is aimed at analysing the levelised cost of energy (LCOE) of onshore wind turbine generators
(WTGs) that are in operation beyond their design lifetime. In order to do so, the LCOE approach is
introduced and input parameters are discussed for a UK deployment. In addition, a methodology is
presented to support economic lifetime extension and investment decision making at the end of an
asset's design lifetime. As part of a case study, a wind farm consisting of six 900 kW WTGs is subjected to
different combinations of i) lifetime extension (5e15 years), ii) input assumptions (pessimistic, central,
optimistic), and iii) reinvestment types (retroﬁts). Results indicate that in the central lifetime extension
scenario, LCOE estimates of 22.40 £/MWh are achievable.
© 2017 The Author(s). Published by Elsevier Ltd. This is an open access article under the CC BY license
(http://creativecommons.org/licenses/by/4.0/).

Keywords:
Lifetime extension
Wind turbine
LCOE
Decision making
Economics

1. Introduction
Lifetime extension of wind turbines is an industry area that is
receiving more and more attention as depicted by standards, recommendations, and academic papers [1e10]. This is mainly
because the European wind ﬂeet is ageing [11] as exempliﬁed in
Fig. 1 for the UK and the more competitive allocation of governmental subsidies as identiﬁed by Rubert et al. [7]. In addition,
recent results of a global survey on the development of levelised
cost of energy (LCOE) with 166 participants reveal that within an
optimistic economic scenario an onshore lifetime extension of 25%
is expected, based on an average operational lifetime of 20.7 years
[12]. Note that for the offshore ﬂeet, these ﬁgures are þ25% and
20.3 years, respectively. Based on the industrial attention and the
overall observable reduction in onshore subsidies for new investments and repowering, lifetime extension is expected to
become an essential part of the wind industry in the future. However, lifetime extendibility is dependent on an asset's unique
technical and economic circumstances and thus requires due diligence in both areas.
Although, there are already signiﬁcant numbers of wind turbines reaching their end of lifetime [11,13], at present there are no
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papers analysing the economics of lifetime extension and decision
making at the end of lifetime. Consequently, in this paper we present the economic metric of LCOE and discuss input variables in
Section 2 alongside a proposed application methodology to assist
economic lifetime extension decision making. This is followed by a
lifetime extension case study presented in Section 3 based on a
wind farm with a capacity of 5.4 MW, consisting of six 900 kW rated
wind turbine generators (WTGs). Section 4 presents the case
study's results while in Section 5 this paper's validation is presented. In Section 6 limitations and future work are discussed and
ﬁnally in Section 7, ﬁndings are concluded.

2. Levelised cost of energy
Levelised cost of energy is an economic metric that enables to
compare different competing energy technologies such as gas, coal,
nuclear, solar, hydro, and wind. It can also be applied to compare
and contrast different investment scenarios. Contrary to other
economic metrics such as return of investment (ROI) and internal
rate of return (IRR) that take the ﬁnancial revenue streams into
consideration, LCOE determines the cost of energy produced rather
than the potential proﬁt of an investment. While there are different
and modiﬁed LCOE calculation approaches [14e18], this paper's
adapted approach is as follows. The net present value (NPV) of
lifetime costs accrued of capital and operational expenditure
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Fig. 1. Onshore capacity reaching end of design lifetime in the UK (20 years) [13].

(CAPEX and OPEX) is estimated for each year, n and summed over
the design lifetime as illustrated in Equation (1):

NPVTotalCost ¼

XT
n¼0

CAPEXn þ OPEXn
ð1 þ iÞn

(1)

where T is the design lifetime and i the discount factor. Generated
electricity ﬂow is a monetary metric, thus future energy delivery
requires discounting as well. This might be counter-intuitive
because a speciﬁed amount of energy delivered in the future is
through discounting worth less quantity at present; however,
based on the electricity supply a revenue stream is created and
money exchanged. Hence discounting is necessary as illustrated in
Equation (2):

NPVYield ¼

XT

AEPn
n¼1 ð1 þ iÞn

2.1. Model input parameters

(2)

where AEPn is the annual energy production of year n.
LCOE is the cost to generate a deﬁned amount of energy; i.e.,
[£/MWh], hence the NPV of lifetime generation costs deﬁned in
Equation (1) is divided by the NPV of the lifetime generated energy
deﬁned in Equation (2), thus:

LCOE ¼

NPVTotalCost
:
NPVYield

applied by DECC that is set at 10%, although in form of a sensitivity
analysis a rate of 7.5% is modelled as well [14,15,19].
Apart from a WTG's input, the output requires analysis as well in
order to predict an asset's annual electricity production. If a turbine's physical parameters are known it's energy yield can be
estimated by application of a Weibull distribution deﬁned by the
shape and scale factor as well as the mean recorded wind speed
[20]. The Weibull distribution can thus be modiﬁed according to
locally recorded environmental conditions. Once the yield for a
given period is estimated or known based on a turbine's output, the
capacity factor can be calculated. The latter that is deﬁned as the
ratio of the actual output of a turbine for a given period and the
theoretical output at full capacity.

(3)

Therefore, to determine LCOE for a project, it's lifetime expenditure as well as estimated yield requires evaluation. Within the
wind energy industry, different organisations apply different LCOE
models; i.e., model varieties originate from different design assumptions such as the CAPEX that can be dealt with as an overnight
cost as suggested by the Department of Energy and Climate (DECC)
[15], or alternatively as a constant annuity payment as suggested by
the National Renewable Energy Laboratory (NREL) [17]. Furthermore, model differences can origin from the discount factor, selection of which requires caution and due diligence. In essence, the
discount factor represents a project's risk and thus requires case
speciﬁc evaluation that is dependent on several factors. For wind
energy investments, this includes the investor and investment size,
historical data, contracts in place, type of power purchase agreement, the subsidy scheme as well as assumptions in yield estimation and operations and maintenance (O&M) expenditure.
Methodologies concerning the applied discount rate may deviate as
well; i.e., NREL [17] takes a project's debt-equity ratio and corporate
tax rate into consideration by application of the weighted average
cost of capital (WACC). On the contrary, less complex models deﬁne
a hurdle rate aimed at forming a speciﬁed project's return as

In this Section the detailed LCOE methodology is presented,
highlighting how parameters are obtained in order to allow
reproduction of the ﬁndings presented in Section 4. As illustrated in
Equation (3), a LCOE estimation requires two sets of input, a turbine's expected yield and the estimated expenditure over the asset's design lifetime. Within the wind energy sector, LCOE cost
parameters are accessible from several sources such as DECC
[15,19,21,22], WindEurope [23], Milborrow [24,25], NREL [17], and
the International Renewable Energy Agency (IEA) [26], while Miller
et al. [27] present a comparison for the US market; however, in
agreement with the latter, input parameters deviate signiﬁcantly (a
comparison of OPEX is illustrated in Table 1). This presents challenges to select appropriate model parameters.
Further complexity arises from the time domain, as a wind farm
that reaches its end of design life at present experiences current
OPEX, while the asset's initial CAPEX was paid for in the past. This
modelling challenge is addressed in the proposed lifetime extension methodology in Section 2.2.
2.1.1. Operational expenditure
Operational expenditure covers all occurring activities that are
necessary to ensure a safe, reliable, and continuous operation. Costs
include administration, land lease, insurance, service and spare
parts, power from the grid, as well as miscellaneous items that can
vary signiﬁcantly with an example cost breakdown structure
illustrated in Fig. 4 of the Appendix. To allow an impression on the
variance in cost estimations, Table 1 presents the cumulated ﬁxed
and variable O&M expenditure of different published estimates for
a 900 kW wind turbine over 20 years. Overall, a substantial
expenditure range is observable which reveals the degree of uncertainty within LCOE calculations. In addition, in Germany there is
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Table 1
Comparison of ﬁxed and variable O&M expenditure for a 900 kW wind turbine over
20 years. The turbine is the modelled type of the case study presented in Section 3.
Source

Year

DECC (2017) [19]

2013

ARUP (2015) [28]

NREL [29]

structure published by Blanco [23]. In this paper, the asset's overnight CAPEX is therefore modelled:

CAPEX ¼ CE þ CC þ CG þ CO

(5)

Type

Expenditure

Fixed
Variable
Total

£802,980
£198,200
£1,001,180

where CE is the ex. works expenditure, CC the civil expenditure, CG
the grid connection expenditure, and CO other capital costs.

Fixed
Variable
Total

£501,012
£206,128
£707,140

Fixed
Variable
Total

$570,960
$303,642
$874,602

Total

V475,680

2.1.3. Yield estimation
In order to establish the annual energy production, AEP, of a
wind farm, a turbine's power curve requires modelling. As
reviewed by Carrillo et al. [33] as well as Lydia et al. [34], there exist
different power curve modelling techniques with varying accuracy
and complexity. In this paper the static power curve is modelled
according to the approximated cubic power curve, PS ðvÞ:

Variable

V311,616

Total
Total

V713,520
$828,000

2016

2015

Blanco [23]

2009

IEA [30]

2013

Milborrow
UK [25]
[24]
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2009
2012

evidence that the O&M costs are 10% higher in year 11e20 in
comparison to year 1e10 [31]. For a UK deployment, the two most
recent LCOE cost parameters are published by DECC in 2013 with a
2017 estimate [19] as well as ARUP in 2016 with a 2015 estimate
[28]. As contrasted in Table 2, signiﬁcant differences are observable.
Both institutions are respected in the ﬁeld and used for
governmental estimations; however, taking the global OPEX
expenditure comparison into consideration (Table 1), DECC's ﬁxed
cost assumptions appear much higher in comparison. In this paper,
the annual OPEX, OPEXn is modelled as:

OPEXn ¼ RðCF þ CI þ CU Þ þ AEPn CV

(4)

where R is the asset's rated power, CF is the ﬁxed O&M expenditure,
CI the insurance cost, CU the connection and use of system charges,
and CV the variable O&M expenditure.
2.1.2. Capital expenditure
Wind turbine investment cost can vary substantially, based on
the turbine type, size of contract, location, region, commodity
prices, demand and supply, as well as the level of subsidies as
discussed by Blanco [23]. Furthermore, Wiser and Bolinger [32]
identiﬁed investments with a greater project size than 5 MW
experience a signiﬁcant reduction in CAPEX. This agrees with
DECC's cost assumption threshold. In the central 2017 scenario,
DECC's CAPEX is assumed at £1,500,000 per installed MW,
including turbine ex. works, civil works, and grid connection. Also,
DECC's pre-development costs are taken into account at £100,000
per installed MW. CAPEX and development costs are in agreement
with ARUP's 2015 estimate [28]. At present, an onshore WTG's
construction is thus likely to cost £1,600,000 per installed MW,
resulting in the following CAPEX cost distribution: turbine ex.
works £1,136,000, civil works £144,000, grid connection £192,000,
and other capital costs £128,000 (site monitoring, permissions,
planning costs, transportation, etc.) based on the cost breakdown
Table 2
Difference in UK OPEX assumptions [19,28].
Cost Item
Fixed O&M [£/MW/y]
Variable O&M [£/MWh]
Insurance [£/MW/y]
Connection & system charges [£/MW/y]

DECC 2017

ARUP 2015

37,100.00
5.00
3010.00
4510.00

23,284.00
5.20
1441.00
3109.00

PS ðvÞ ¼

1
rpR2 Cp;max v3
2

(6)

where r is the air density (1.225 kg=m3 ), R the rotor radius, Cp;max
the maximum effective power coefﬁcient, and v the instantaneous
wind speed. The selected approximation technique offers a
reasonable estimate [33] as well as ease of implementation that is
suitable for this paper. While a site's inﬂow conditions are dynamic,
the static power curve is further adjusted to account for a 10-min
mean wind speed, va . As a result, the simulated power curve with
respect to mean wind speed, PSim ðva Þ is:

Z∞
PSim ðva Þ ¼

PS ðvÞPðv; va Þdv

(7)

0

where Pðv; va Þ is the mean wind speed probability distribution,
assumed as Gaussian in nature, hence characterised by the turbulence intensity parameter, TI and va [35].
The annual energy production of a wind farm can therefore be
estimated by:

AEP ¼ Zð1  hW ÞhhA

Z∞
PW ðva ÞPSim ðva Þdva

(8)

0

where Z is the number of turbines, hW the factor for wake induced
losses (5e15% [36e39]), h the number of hours in a year (8760), hA
the machine availability (95% in agreement with [40]), and Pw ðva Þ
the Weibull distribution as a function of va . Although the long-term
wind resource at a site may change over time [41,42], in this paper
the annual resource is assumed constant. Further, as determined by
Wagner et al. [43], ideally the rotor equivalent wind speed (REWS)
shall be calculated that depends on the shear proﬁle of the wind,
the modelled hub height, as well as the number of measurement
heights. The application of the REWS is further discussed in the case
study. As identiﬁed by Miller et al. [27], NREL applies a capacity
factor of 38%, whereas other estimates are within the range of
18e53%. For a WTG deployment in the UK, on average a capacity
factor of 28% is recommended by DECC [14,15]; however, as stated
by Sindon [44] and Cannon et al. [41] this parameter is underestimated. The latter based on a study of average, annual capacity
factors over the past 33 years in the UK.
2.1.4. Components of lifetime extension analysis
Table 3 presents an overview of the range of activities that are
typically considered as state-of-the-art of the end of lifetime
analysis in the UK. Results are derived from feedback gathered by
Ziegler et al. [11] as well as the additional consultation of experts in
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Table 3
Components of lifetime extension analysis in the UK. Derived from Ref. [11] and expert knowledge (Table 7 of the Appendix).
Item
Visual inspection

Operational analysis

Loads analysis

Administration

Activity
Visual inspection of: 1) blades (potentially internal for greater rated turbines), tower, ﬂanges, and drive train
2) non-destructive testing of bolted connections, and
3) drive train vibrational analysis (if considered necessary)
Review of: 1) operational SCADA data,
2) repair and maintenance log, and
3) conditioning monitoring data (if available)
Review of wind inﬂow conditions (with met. mast if available) and
compare to initial design assumptions (likely)
Apply an aero-elastic code e.g. Bladed to redo load analysis of components based on reviewed wind inﬂow conditions (unlikely at present)
Consulting and overheads to facilitate LTE

the UK.
In order to qualify as an expert, at least 5 years of experience is
required within the industry (the mean consulted industry experience is 18 years) with a track record of LTE exposure as illustrated
in Table 7 of the Appendix. In essence, the lifetime extension
analysis (LTEA) can be broken down into: i) visual inspection, ii)
operational analysis, iii) loads analysis as well as iv) administration.
Project speciﬁc activities depend on several environmental parameters such as the availability of data, global and local standards,
legal requirements as well as an entity's considered best practise
[1e3,11]. While in the UK no legal requirements exist for the lifetime extension phase contrary to e.g. Denmark [45] and Germany
[46], the presented activities may deviate from project to project.
This is reﬂected in the UK's commonly performed load analysis,
that presents substantial cost savings compared to e.g. the use of
aero-elastic simulations as required in Germany. On the other hand,
there is the example of Denmark where the analysis is legally
sufﬁcient based on visual inspections. The lifetime extension capital expenditure, CAPEXLTE is thus modelled as:

CAPEXLTE ¼ Zðcv þ cl Þ þ co þ ca þ cr;r

(9)

where cv is the visual inspection cost per WTG, cl the loads analysis
expenditure per WTG, co the operational analysis expenditure, ca
the administration expenditure, and cr;r the cost for necessary repairs and retroﬁts.
2.1.5. Other tool parameters
Overall, the LCOE methodology is designed in agreement with
DECC's LCOE assumptions, thus inﬂation in labour expenditure and
performance degradation are not considered, whereas decommissioning costs are assumed to be equalised with the turbine's
scrap value. The discount rate in the central scenario is conservatively selected at 10%. With regards to the validation of the methodology, a sensitivity analysis was executed by Rubert et al. [7]
albeit based on a model with less complexity than presented in this
paper. In order to overcome the signiﬁcant variance in published
LCOE parameters, this paper's LCOE estimations are subjected to
three scenarios; i.e., a pessimistic, central, and optimistic case.

2.2. Lifetime extension methodology
For the economic lifetime extension assessment, we propose a
three-pronged approach aimed at i) evaluation of the development
of total lifetime LCOE (design life and lifetime extension), depicted
in this report as LCOE, ii) evaluation of solely the LCOE of the
extension period (þ5e15 years), depicted in this report as LCOE2 ,
and iii) to develop a contingency investment decision model for
alternative reinvestment scenarios deviating from this paper's
modelling or one-off unexpected repairs and retroﬁts. The applied
LCOE methodology is schematically illustrated in Fig. 2. Throughout
the entire model, OPEX and yield parameters are modelled as static
cash-ﬂows. The CAPEX is dealt with as an overnight cost for the
initial investment in year 0 (Section 2.1.1) as well as for the investment required at the end of design lifetime referred to as
CAPEXLTE (see activities presented in Table 3). In addition, the cost
of repairs and retroﬁtting components is budgeted as well if
deemed unsafe for continuous operation due to; e.g., wear and tear.
Modelling lifetime extension investments as an overnight cost
enables treating the extended period as a separate investment since
at the end of an asset's lifetime its investment schedule is terminated and the asset is fully written off. In addition, at the lifetime
extension stage, the LCOE model breaks down due to severe discounting. Therefore, we propose to economically model the lifetime extension separately as depicted in Fig. 2 with the presented
LCOE2 estimation model. Note that the LCOE2 analysis is thus independent of the initial CAPEX in year 0.
If a life extended wind farm is under operation and a severe
failure occurs in a WTG or within a cluster of turbines, ideally a
rapid management process is required to minimise downtime [69].
Failure modes, their frequency and cost implications are published
by a limited amount of sources; however, published data tends to
be either generic (no impact breakdown; e.g., in minor, major or
replacement) [47] or coarse; i.e., speciﬁed on the drive train level,
hence lacking a component breakdown [48]. In addition, there exist
limited operational experience at the end of design lifetime and
beyond [11]. Since access to failure data beyond the design lifetime
as well as component replacement data as an outcome of the LTEA
is conﬁdentially treated, this presents challenges in sensible

Fig. 2. Schematic overview of lifetime extension LCOE methodology.
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modelling. From the point of view of an operator, operating beyond
a WTG's design life can therefore result in sudden unexpected cost
implications that may or may not require substantial remedial action in subsequent years. If a failure occurs, this generally entails a
technical assessment to identify what remedial action is required,
paired with a cost estimation for a given failure mode. This can
occur because a turbine experienced a failure, or as an outcome of
an inspection resulting from the LTEA. Assuming an identiﬁed
failure can be repaired at a given cost, economic feasibility is not
guaranteed and requires further analysis. Given the necessary
operational ﬂexibility and challenge to sensibly model failure rates,
we propose the application of a contingency based analysis; i.e., a
metric on i) how much money is viable to spend on the LTEA (repairs and retroﬁts) and ii) how much money is viable to spend on
top of general O&M expenditure before a certain speciﬁed cost
threshold is reached in subsequent years. The threshold target may
be to maintain the expenditure 10% below a certain guaranteed
subsidy per MWh or below the average one-day ahead spot market
price in a non-subsidised environment, respectively. Therefore,
with the proposed contingency thresholding, an operator can apply
the proposed end-of-life decision making support tool to rapidly
evaluate a certain situation and determine case speciﬁc economic
feasibility for a given operational scenario (required expenditure vs.
contingency budget). If the cost is below the contingency budget,
execution of remedial action is supported and the asset is advised
to continue to operate. If, however, the cost is greater than the
contingency budget, the remedial action is advised against and
instead, decommissioning of the asset is recommended.
3. Lifetime extension case study
Based on ﬁndings presented by Ziegler et al. [11], a wind farm
rated at 5.4 MW consisting of six 900 kW rated turbines is modelled
with a design lifetime of 20 years. This turbine type was selected as
its conﬁguration is typical of wind farms approaching their end of
design life in the near future. Based on ﬁndings by Refs. [7,23],
throughout all input parameters, the mean wind speed has the
greatest impact on LCOE. Therefore, careful evaluation is required.
Sinden [44] extracted historical capacity factors for UK onshore
turbines (average 30%), while Cannon et al. [41] extracted more
recent historical capacity factors for UK onshore and offshore turbines (average 32.5%). The latter concluding a likely increase due to
the inclusion of windier offshore regions. As a result, for this paper's
onshore case study, Sinden's modelled WTG power curve (Nordex
N80) [44] was replicated, resulting in a mean wind speed of 7.1 m/s
scoring a capacity factor of 30% at a hub height of 82.5 m. While the
Nordex N80 sits at a higher hub height than the 900 kW modelled
WTG, the wind shear log-law was applied (roughness length, z0 ¼
0:03 - open farmland, few trees and hedges), resulting in a reduction of the average wind speed by 0.25 m/s based on the modelled
hub height of 61.5 m [20]. The turbine was further subjected to
identify the REWS; however, in agreement with Wagner et al. [43],
the impact was observed to be low in magnitude and is thus not
taken into consideration. Consequently, 6.85 m/s was applied as the
average mean wind speed. This wind speed is also in agreement
with the UK's wind atlas [49]. The WTGs' and environmental parameters are further summarised in Table 4. The turbine's
maximum effective power coefﬁcient is selected at 0.44 in order to
address the design state of the industry in between 1997 and 2000.
Table 5 illustrates the case study's overall input assumption for
the central scenario, paired with their estimated range. Each input
parameter's highest and lowest estimate1 serve as an input for the

1

Wake losses and availability are applied vice-versa.
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Table 4
LCOE - Wind turbine parameters.
Parameter
Rotor radius
Hub height
Cut-in wind speed
Cut-out wind speed
Turbulence intensity
Cp;max
Mean wind speed
Weibull shape factor
Scale factor (Gamma function)

Value
25.3 [m]
61.5 [m]
3 [m/s]
25 [m/s]
0.1
0.44
6.85 [m/s]
2
7.72 [m/s]

optimistic and pessimistic scenario, respectively. Where possible,
parameter ranges were extracted from available research and
paired with expert knowledge (Table 7 of the Appendix) to ensure
model input parameters appear realistic for a UK based deployment
and lifetime extension. Regarding the LTEA, the speciﬁed turbine's
lifetime is assumed to be extended by either 5, 10, or 15 years under
the assumption that O&M costs remain static as modelled over the
initial 20 years of operation. In addition, as stated in the DNV GL's
lifetime extension guideline, if components are likely to fail in the
near future, structural health monitoring (SHM) or component
replacement is necessary, thus the following retroﬁts are modelled:
 One-off: blades, gearbox, or generator
 Two of: blades, gearbox, or generator
 Replacement of blades, gearbox, and generator.
Cost estimations of retroﬁts are based on ﬁndings presented in
Refs. [23,50e52] and estimated as a percentage of WTG's ex. works
CAPEX. In the case where multiple sources were available, average
percentage ﬁgures are applied. Time and rate assumptions were
made to the installation expenditure consisting of i) crane mobilisation/demobilisation (Mob/DMob), ii) crane operation, and iii)
service personal expenditure that estimates were veriﬁed by an
expert in the ﬁeld (Table 7 of the Appendix). For example, in the
central scenario the installation cost of a generator replacement is
conservatively priced at £10,050 (100t crane Mob/Dmob - £7,500,
crane operation - £810, and service personal - £1740).
With regards to the LTEA expenditure, multiple expert cost estimations were gathered, averaged and reverted back to participants
for agreement as advised by Yin [55] (except of visual inspection
data, secondary data was not available). Overall, little discrepancies
in responses were observed. Therefore, inspection costs are
assumed at £2150/WTG with the load analysis budgeted at £3500/
WTG, respectively. For the modelled wind farm, the operational
analysis is estimated at £10,000 and the overall administration
expenditure for consultants is included in the mentioned budgets
(owner administration is not included in the analysis). The analysis
extension period is valid for 5 years until reassessment is required
[11]; i.e., for the 15-year lifetime extension estimate, 3 reassessment
budgets are modelled (year 20, 25, and 30). For the subsequent LTEAs
in year 25 and 30, the cost for the loads and operational analysis is
reduced by 50% based on the learning curve of the initial assessment
in year 20 (only critical components require loads analysis and operations analysis procedures are established).
4. Results
Results of the LCOE model baseline scenario as well as the LCOE2
estimates for the case study presented in Section 3 are shown in
Fig. 3. Complimentary, Fig. 5 of the Appendix presents the life
extended LCOE results, while Table 6 illustrates the annual available
contingency. Overall, ﬁndings are presented for the different model
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Table 5
Lifetime extension cost estimations for a wind farm consisting of six 900 kW WTGs.
Parameter
CAPEX
Pre-development
Construction costs
O&M
Fixed
Variable
Insurance
Connection/system charges
Other parameters
Discount rate
Wake losses
Availability
Resulting capacity factor
CAPEX LTE
Visual inspection
Loads Analysis
Operations Analysis
Spare parts
3 blades (21% of ex. works)
Gearbox (13% of ex. works)
Generator (8.2% of ex. works)
Installation expenditure
Crane (100 t) Mob/Dmob
Crane operation
Service personal

Central

Range

Unit

Source

100
1500

30e240
1100e1800

£/kW
£/kW

[14,28]
[14,28]

30,192
5.1
2226
3810

22,644e37,740
3.83e6.38
1669e2782
2857e4762

£/MW/y
£/MWh
£/MW/y
£/MW/y

10
10
95
25.47

7.5e12.5
5e15
93e97
23.55e27.45

%
%
%
%

[14] & Expert Knowledge
[36]
[36,53]
[41,44,54]

2150
3500
10,000

1613e2688
2625e4375
7500e12,500

£/WTG
£/WTG
£/Wind Farm

[11] Expert Knowledge ±25%
Expert Knowledge ±25%
Expert Knowledge ±25%

214,704
132,503
84,041

151,635e273,745
93,580e168,941
59,380e107,153

£/WTG
£/WTG
£/WTG

[23,50e52] ±25%
[23,52] ±25%
[23,52] ±25%

7500
810
58

5625e9375
608-1013
43.1e71.9

£/Wind Farm
£/day
£/h

Expert Knowledge ±25%
Expert Knowledge ±25%
Expert Knowledge ±25%

combinations of i) lifetime extension (5e15 years), ii) input assumptions (pessimistic, central, optimistic), and iii) reinvestment
type. Fig. 3 as well as Fig. 5 are further equipped with deﬁned
thresholds (TH) aimed at budgeting the LCOE 10% below the
average day-ahead spot-market electricity price of the past 5 years
(£39.14 [56]) for life extension scenarios in a subsidy-free environment. A further TH is set under the Renewable Obligation (RO)
environment. The latter is aimed at budgeting the LCOE 10% below
the RO revenue stream deﬁned by the 2017e2018 buy-out price
and day ahead spot-market electricity price (£41.02 þ 39.14
[56,57,70]). First and foremost, in the baseline scenario (no lifetime
extension), ﬁndings result in LCOE estimates of 106.60 £/MWh for
the modelled wind farm in the central scenario with an optimistic
estimate of 61.81 £/MWh and 166.53 £/MWh for the pessimistic
case, respectively. While in the central scenario the LCOE estimate
appears higher in relation to other publications [58e61], the optimistic estimate is well in agreement. The higher central estimate is

[14,28]
[14,28]
[14,28]
[14,28]

±25%
±25%
±25%
±25%

likely caused by multiple modelling differences, namely i) the
exclusion of wake losses and availability, ii) the deployment of
greater scale turbines as the power scales quadratically with the
rotor radius [20], iii) the application of a lower discount factor, iv)
different central CAPEX and OPEX assumptions, v) higher wind
speeds due to increased hub heights, vi) a higher design lifetime (25
years), and vii) increased power coefﬁcient efﬁciencies (an old
design is essentially modelled).
In the simple life extension case (no repairs, nor retroﬁts), this
paper's proposed LCOE2 methodology, estimates a cost range of
15.87e29.95 £/MWh for a lifetime extension of 5 years with the
central case at 22.48 £/MWh (þ10 years: 15.78e29.77 £/MWh, 22.34
£/MWh; þ15 years: 15.75e29.72 £/MWh, 22.30 £/MWh). These results are paired with signiﬁcant annual contingency to meet the
deﬁned aim to remain 10% below the average day ahead spotmarket price as well as ROC revenue respectively, albeit with less
contingency (Table 6: shaded area). For the LCOE estimates

Fig. 3. LCOE2 model results.
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Table 6
LCOE2 annual contingency results. N/A: investment is not applicable (cost above set TH).

presented in Fig. 5, results reveal that in the central scenario, LCOE
can be reduced by 4.9% paired with a lifetime extension of 5 years.
For an aimed extension strategy of 10 years, the LCOE reduces by
7.7%, whereas in the 15-year extension scenario LCOE reductions
within the order of 9.3% are achievable. Overall, economic success is
endangered under the RO as well as in a subsidy-free environment,
though the derived LCOE metric breaks down as discussed in Section 3, thus its application is not advised. For a single component
reinvestment, the central LCOE2 estimates are well below the RO
target; however, in the deﬁned subsidy-free case, cost estimations
are in close proximity to the deﬁned target (except of retroﬁt of
blades þ5 & þ10 years and gearbox þ5 years). Further, where cost
estimations are in close proximity to the set threshold; e.g., a
gearbox replacement paired with a lifetime extension strategy of 10
years; caution is required. Here due diligence and risk management
activities are necessary, due to a relatively low remaining annual
contingency (£67k).
For any two-component reinvestments, all central scenarios are
below the RO target where the least cost intensive reinvestment
scenario (gearbox and generator) paired with a life extension
greater than 15 years is below the deﬁned subsidy-free target. Once
again, caution is required as a 15-year extension commitment
scores an annual contingency of £26k. Apart from the comparatively low contingency budget, a 15-year lifetime extension strategy
is further accompanied by a signiﬁcant external risk factor (policy
changes/spot-market ﬂuctuations). In the unlikely case of retroﬁtting a wind farm's blades, generator, and gearbox, economic success under the deﬁned thresholding cannot be met in a subsidyfree environment, thus decommissioning is advised in the central
scenario. In contrast, economic success can be met under the
deﬁned RO target, if subjected to a lifetime extension strategy
above 10 years. Apart from a single/combination of gearbox,
generator or blade replacement, a WTG can have many different
faults or failures with deviating cost implications. For such cases,
the presented simple life extension contingency data (Table 6:

shaded area) can be compared to an actual cost/failure scenario to
support the economic decision making.
5. Validation
According to Mitchell [62] validation is the process of testing
whether a model represents a viable and useful alternative means to
real experimentation. Further, as argued by Pidd [63], validation is
impossible if seen as a comprehensive demonstration that a model
is fully correct. With respect to the presented LTE model and case
study application, conﬁdentiality and limited experience challenge
the degree of ability to validate. In addition, this is the ﬁrst published
attempt aimed at assisting LTE decision making. Hence comparisons
to alternative models are beyond the bounds of possible. Lastly, the
proposed method is not designed to generate a deﬁnite answer to
the overall decision making process, it is designed as an economic
decision making support tool. Given such challenges, a pragmatic
validation approach is selected. This includes i) a model sensitivity
analysis (Table 8 of the Appendix), ii) a case study sensitivity analysis (central, optimistic, and pessimistic scenario), and iii) the
collection of feedback from industrial experts in the ﬁeld. For further
validation or comparison purposes, all assumptions and input parameters are disclosed for model replication.
6. Limitations and future work
The application of LCOE is always accompanied by a great
number of assumptions and generalisations that can be signiﬁcantly different from project to project. Investment costs are a
substantial parameter in determining LCOE; nevertheless, published data covers a great variety; e.g., Blanco [23] estimates the
CAPEX range between V869e1680 per kW, whereas this paper's
CAPEX ranges between £1130e2040 per kW. Although the derived
LCOE2 does not directly depend on a project's initial CAPEX, there is
an indirect impact since the cost of spare parts are modelled ex.
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works dependent.
Equally, OPEX expenditure can vary based upon multiple parameters with signiﬁcant modelling deviation as illustrated in
Table 1. Additionally, it is also problematic to fully evaluate OPEX
expenditures, since there is no accepted standard of what is
included in O&M costs and what is excluded. This is challenging,
since for example the cost distribution by DECC is deﬁned fundamentally differently to the cost structure presented in Fig. 4.
Therefore, different applied methods and cost categorisation approaches can result in deviations of LCOE. With respect to the yield
modelling, overall the methodology considers that a 20-year old
turbine design is less efﬁcient in power conversion than today's
WTGs on the market (Cp;max : 0.44 vs. 0.49); however, adjustments
and developments in i) rotor design or ii) turbine topology (e.g.
ﬁxed or variable speed and pitch or stall regulated turbines or drive
train topology, i.e. synchronous generators with a gearbox vs. direct
drive generator) affect the aerodynamic and drive train efﬁciency
[64]. This will thus impact the extractable power coefﬁcient, Cp that
is also dependent on the tip speed ratio, l and pitch angle, b [20,33].
Therefore, a different drive train topology or rotor design will in
return impact an asset's capital and operational expenditure as well
as AEP. Furthermore, turbine parameters can slightly deviate such
as the cut-in and cut-out wind speed as well as the mean, shape
and scale parameter of the locally recorded Weibull distribution. All
parameters affect the approximated annual turbine yield derived in
Equation (8) and thus LCOE; however, the mean wind speed will
have the most signiﬁcant impact on the overall calculation as
highlighted in Section 3 and Table 8 (e.g. Scotland has a higher
mean wind speed than England; The UK is windier than southern
Europe [49,65,66]). Given that input parameters can vary signiﬁcantly, enclosed to this paper is a published database allowing users
to adjust any combination of the mean wind speed, Cp;max , turbulence intensity, and Weibull shape factor for the central, optimistic,
and pessimistic scenario [67].
The consideration of expert judgement is essential in order to
allow a representative state-of-the-art analysis; however, with
respect to LTE in the UK, the industry's characteristics are young
and conﬁdential making it challenging to collect a representative
amount of expert opinions. In order to account for personal bias at
least two experts were aimed to take into consideration.
As presented in Section 1, the entire methodology of LCOE may
deviate; e.g., NREL applies a different methodology, thus similar
parameters result in different LCOE estimations that cannot be
compared due to fundamental modelling differences. With the
applied capacity factor of 38% by NREL, signiﬁcantly windier sites
and or greater rated turbines are considered in the central scenario
compared to the UK (since 2006 the UK's average installed onshore
turbine is 2 MW [13,71]).
With regards to the presented results of the case study, it is unlikely yet possible that all WTG require the same component
replacement. Therefore, different scenarios are modelled paired with
their contingencies, thus researchers, wind turbine operators and
investors are able to identify economic boundaries for a given project.
In addition, if no reinvestment type appears similar to the presented
combinations (e.g. the expenses for a generator rewinding, the purchase of a condition monitoring system or a SCADA/control upgrade),
it remains possible to compare the required investment sum to the
annual available contingency (Table 6: shaded area).
Lastly, the analysis reveals a proportionality between the extension period and estimated contingency. This is vital, since the available annual contingency can be seen as the likelihood that a set target
can be met, thus indicating the risk of an end of lifetime investment;
however, a greater extension period also results in a higher uncertainty as identiﬁed in Ref. [11], thus in essence the increasing

contingency is out-balanced by a greater long-term risk perception.
In the UK, this is greatly accompanied with the change to a static RO
allocation scheduled in 2027 [68,71] and the non-existent lifetime
extension regulation contrary to; e.g., Denmark and Germany.
Future work entails to add further complexity, by taking parameters such as performance degradation, upscaling, inﬂation,
WACC, and end-of-life failure rates into consideration. In addition,
the time of reinvestment in this paper is assumed at the end of
lifetime; however, this is certainly not the optimised investment
time and thus requires further scrutiny. Lastly, repowering and
refurbishment decision making synergies of other industries might
be explored.
7. Conclusion
Despite the limitations that have been highlighted, this paper
provides the reader with a ﬂavour of the complexity and economic
boundaries of lifetime extension and offers guidance for operators,
investors, and academics dealing with the subject of LTEA. The study
gives an idea what investment and cost estimates are achievable for
different practical scenarios. Based on the outcomes of this research,
the application of the derived LCOE2 metric is proposed where the
life extended period is modelled as a separate investment in
conjunction with the presented contingency methodology.
Overall, the results reveal that signiﬁcant cost reductions are
achievable with an estimated LCOE2 of 15.87e29.95 £/MWh that is
shown to be well below the set target within the RO environment and
when exposed to a non-subsidised market. Based on this paper's
identiﬁed LCOE, the more competitive allocation of onshore subsidies, and the termination of the RO in 2017 (grace period until 2019;
runs until 2037), we are conﬁdent that lifetime extension will play an
ever-increasing role in the UK's onshore wind energy market.
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Appendix
As a supplement to this paper, a database is published allowing
users to adjust any combination of the mean wind speed, Cp;max ,
turbulence intensity, and Weibull shape factor for this paper's
central, optimistic, and pessimistic scenario [67].

Fig. 4. O&M cost breakdown in % [23].

T. Rubert et al. / Renewable Energy 120 (2018) 423e433

431

Table 7
Overview of consulted UK experts.
Generalised job title

Degree

Years of experience in wind energy

Knowledge area

UK LTE exposure

Head of Department
Director
Director
Director
Director
Head of Department
Manager
Director

MSc
MEng
MEng
MSc
MEng
PhD
PhD
MSc

15
11
14
23
16
35
10
23

Technical & commercial
Technical & commercial
Commercial
Commercial
Technical
Technical & commercial
Commercial
Commercial

Supervised 5 wind farms on LTE
Load monitoring campaigns, commercial evaluation
Load monitoring compaigns, commercial evaluation
Secondhand wind turbines, spare parts
Supervised 2 wind farms on LTE
General commercial project cost
General commercial project cost
Commercial project cost

Table 8
Sensitivity of lifetime extension model.
Case [-10%]

Mean wind speed
OPEX
Cp;max
CAPEX (spares)
Weibull shape factor
CAPEX LTE

Gearbox retroﬁt [þ10 years]

No retroﬁt [þ10 years]

LCOE2 [£]

D Baseline [%]

LCOE2 [£]

D Baseline [%]

40.89
1.36
35.40
32.42
33.14
33.42

22.03
6.42
5.66
3.24
1.08
0.25

26.83
20.19
23.50
N/A
22.12
22.26

20.05
9.62
5.16
N/A
0.98
0.38

Fig. 5. LCOE model results.

References
[1] DNV GL, Standard: Lifetime Extension of Wind Turbines, 2016. https://rules.
dnvgl.com/docs/pdf/DNVGL/ST/2016-03/DNVGL-ST-0262.pdf.
[2] UL, Outline of Investigation for Wind Turbine Generator - Life Time Extension
(LTE), 2016. http://www.shopulstandards.com/ProductDetail.aspx?productId
¼UL4143_1_B_20161031(ULStandards2).
[3] Megavind, Strategy for Extending the Useful Lifetime of a Wind Turbine, 2016.
http://megavind.windpower.org/download/2756/strategy_for_extending_
the_useful_lifetime_of_a_wind_turbinepdf.
[4] J. Holzmüller, Analysing the lifetime of a wind turbine operation past design

life, in: WindEurope Summit 2016, Hamburg, 2016. https://windeurope.org/
summit2016/conference/allposters/PO033.pdf.
[5] L. Ziegler, J. Lange, U. Smolka, M. Muskulus, The decision on the time to switch
from lifetime extension to repowering, in: WindEurope, Summit 2016,
Hamburg, 2016.
[6] C. Loraux, E. Brühwiler, The use of long term monitoring data for the extension
of the service duration of existing wind turbine support structures, J. Phys.
Conf. 753 (2016), https://doi.org/10.1088/1742-6596/753/7/072023. http://
stacks.iop.org/1742-6596/753/i¼7/a¼072023?key¼crossref.
bb556abb5450ef12dd546de70c99ecb2.
[7] T. Rubert, P. Niewczas, D. McMillan, Life extension for wind turbine structures

432

[8]

[9]

[10]

[11]

[12]

[13]
[14]

[15]

[16]
[17]
[18]

[19]

[20]

[21]

[22]

[23]

[24]

[25]

[26]
[27]

[28]

[29]
[30]
[31]
[32]

[33]

[34]

T. Rubert et al. / Renewable Energy 120 (2018) 423e433
and foundations, in: International Conference on Offshore Renewable Energy CORE 2016, Glasgow, 2016.
L. Ziegler, M. Muskulus, Fatigue reassessment for lifetime extension of
offshore wind monopile substructures, J. Phys. Conf. 753 (2016), https://
doi.org/10.1088/1742-6596/753/9/092010. http://stacks.iop.org/1742-6596/
753/i¼9/a¼092010?key¼crossref.24be5085873873ecdf66fde1b1a7e47c.
K. Ortegon, L.F. Nies, J.W. Sutherland, Preparing for end of service life of wind
turbines, J. Clean. Prod. 39 (2013) 191e199, https://doi.org/10.1016/j.jclepro.2012.08.022. https://doi.org/10.1016/j.jclepro.2012.08.022.
€ffker, Structural health management utilization for lifetime
N. Beganovic, D. So
prognosis and advanced control strategy deployment of wind turbines: an
overview and outlook concerning actual methods, tools, and obtained results,
Renew. Sustain. Energy Rev. 64 (2016) 68e83, https://doi.org/10.1016/
j.rser.2016.05.083. http://linkinghub.elsevier.com/retrieve/pii/S13640321163
01952.
L. Ziegler, E. Gonzalez, T. Rubert, U. Smolka, J.J. Melero, Lifetime extension of
onshore wind turbines: A review covering Germany, Spain, Denmark, and the
UK, Renew. Sustain. Energy Rev. 82 (2018) 1261e1271, https://doi.org/
10.1016/j.rser.2017.09.100.
http://linkinghub.elsevier.com/retrieve/pii/573
S1364032117313503.
R. Wiser, K. Jenni, J. Seel, E. Baker, M. Hand, Forecasting Wind Energy Costs
and Cost Drivers: the Views of the World' S Leading Experts, 2016. https://
www.ieawind.org/task_26_public/PDF/062316/lbnl-1005717.pdf.
Renewable UK, UKWED Database 13.12.16, 2016. http://www.renewableuk.
com/page/UKWEDhome.
DECC, Electricity Generation Costs 2013, Department of Energy and Climate
Change, (July) 2013. https://www.gov.uk/government/publications/deccelectricity-generation-costs-2013.
Mott MacDonald, UK Electricity Generation Costs Update, 2011. http://www.
decc.gov.uk/assets/decc/statistics/projections/71-uk-electricity-generationcosts-update-.pdf.
IEA and NEA, Projected Costs of Generating Electricity, 2015. https://www.
oecd-nea.org/ndd/pubs/2015/7057-proj-costs-electricity-2015.pdf.
C. Mone, M. Hand, B. Maples, A. Smith, Cost of Wind Energy Review, National
Renewable Energy Laboratory, 2013.
K. Branker, M. Pathak, J. Pearce, A review of solar photovoltaic levelized cost of
electricity, Renew. Sustain. Energy Rev. 15 (9) (2011) 4470e4482, https://
doi.org/10.1016/j.rser.2011.07.104. http://linkinghub.elsevier.com/retrieve/
pii/S1364032111003492.
DECC, Onshore Wind Call for Evidence: Government Response to Part A
(Community Engagement and Beneﬁts) and Part B (Costs) 7 (June), 2013,
pp. 66e78.
T. Burton, N. Jenkins, D. Sharpe, E. Bossanyi, Wind Energy Handbook, John
Wiley and Sons, Ltd, Chichester, UK, 2011, https://doi.org/10.1002/
9781119992714. http://doi.wiley.com/10.1002/9781119992714.
DECC, Government Response to the Consultations on the Renewables Obligation Transition and on Grace Periods, 2014. https://www.gov.uk/
government/uploads/system/uploads/attachment_data/ﬁle/289076/
Transition_and_Grace_Periods_Government_Response_-_12_Mar_2014.pdf.
DECC, UK Energy Statistics, 2015 & Q4 2015, 2016. https://www.gov.uk/
government/uploads/system/uploads/attachment_data/ﬁle/513244/Press_
Notice_March_2016.pdf.
M.I. Blanco, The economics of wind energy, Renew. Sustain. Energy Rev. 13
(6e7) (2009) 1372e1382, https://doi.org/10.1016/j.rser.2008.09.004. http://
linkinghub.elsevier.com/retrieve/pii/S1364032108001299.
D. Milborrow, Wind energy economics, in: Comprehensive Renewable Energy,
Elsevier, 2012, pp. 469e501, https://doi.org/10.1016/B978-0-08-0878720.00218-3. http://linkinghub.elsevier.com/retrieve/pii/B97800808787200021
83.
D. Milborrow, Breaking Down the Cost of Wind Turbine Maintenance, 2009.
http://www.windpowermonthly.com/article/1010136/breaking-down-costwind-turbine-maintenance.
IRENA, Wind Power, 2012. http://www.irena.org/DocumentDownloads/
Publications/RE_Technologies_Cost_Analysis-WIND_POWER.pdf.
L. Miller, R. Carriveau, S. Harper, S. Singh, Evaluating the link between LCOE
and PPA elements and structure for wind energy, Energy Strat. Rev. 16 (2017)
33e42, https://doi.org/10.1016/j.esr.2017.02.006. http://linkinghub.elsevier.
com/retrieve/pii/S2211467X17300160.
ARUP, Review of Renewable Electricity Generation Cost and Technical Assumptions Study Report, 2016. https://www.gov.uk/government/uploads/
system/uploads/attachment_data/ﬁle/566718/Arup_Renewable_Generation_
Cost_Report.pdf.
U.S. Department of Energy, Transparent Cost Database, 2015. http://en.openei.
org/apps/TCDB/.
IEA, Technology Roadmap - Wind Energy, 2013. https://www.iea.org/
publications/freepublications/publication/Wind_Roadmap.pdf.
Fraunhofer IWES, Wind Energy Report Germany 2014, 2015.
R. Wiser, M. Bolinger, 2014 Wind Technologies Market Report, 2015. https://
energy.gov/sites/prod/ﬁles/2015/08/f25/2014-Wind-Technologies-MarketReport-8.7.pdf.
~ o, J. Cidra
s, E. Díaz-Dorado, Review of power
C. Carrillo, A. Obando Montan
curve modelling for wind turbines, Renew. Sustain. Energy Rev. 21 (2013)
572e581,
https://doi.org/10.1016/j.rser.2013.01.012.
http://linkinghub.
elsevier.com/retrieve/pii/S1364032113000439.
M. Lydia, S.S. Kumar, A.I. Selvakumar, G.E. Prem Kumar, A comprehensive

[35]

[36]

[37]

[38]

[39]

[40]

[41]

[42]

[43]

[44]

[45]
[46]

[47]

[48]

[49]

[50]

[51]

[52]

[53]

[54]

[55]
[56]

review on wind turbine power curve modeling techniques, Renew. Sustain.
Energy Rev. 30 (2014) 452e460, https://doi.org/10.1016/j.rser.2013.10.030.
https://doi.org/10.1016/j.rser.2013.10.030.
A. Albers, Power curve turbulence normalisation for wind resource assessments, in: EWEA, Barcelona, 2014. http://www.windguard.de/_Resources/
Persistent/3fde06642247c75370bf8a1cdad2b7de26a43081/TurbuleneNormalisation-WindGuard-EWEA2014.pdf.
I. Staffell, R. Green, How does wind farm performance decline with age?
Renew. Energy 66 (2014) 775e786. https://doi.org/10.1016/j.renene.2013.10.
041.
J. Schallenberg-Rodriguez, A methodological review to estimate technoeconomical wind energy production, Renew. Sustain. Energy Rev. 21 (2013)
272e287,
https://doi.org/10.1016/j.rser.2012.12.032.
http://linkinghub.
elsevier.com/retrieve/pii/S1364032112007356.
C. Johnson, A. Graves, A. Tindal, S. Cox, W. Schlez, A. Neubert, New developments in wake models for large wind farms, in: AWEA Windpower
Conference, Garrad Hassan America Inc: Chicago, IL, 209, http://www.glgarradhassan.com/assets/downloads/New_Developments_in_Wake_Models_
for_Large_Wind_Farms.pdf.
M. Ali, J. Matevosyan, J. Milanovi
c, Probabilistic assessment of wind farm
annual energy production, Elec. Power Syst. Res. 89 (2012) 70e79, https://
doi.org/10.1016/j.epsr.2012.01.019. http://linkinghub.elsevier.com/retrieve/
pii/S0378779612000399.
S.R. Arwade, M.A. Lackner, M.D. Grigoriu, Probabilistic models for wind turbine and wind farm performance, J. Sol. Energy Eng. 133 (4) (2011), 041006,
https://doi.org/10.1115/1.4004273. http://solarenergyengineering.asmedigita
lcollection.asme.org/article.aspx?articleid¼1456211.
D. Cannon, D. Brayshaw, J. Methven, P. Coker, D. Lenaghan, Using reanalysis
data to quantify extreme wind power generation statistics: a 33 year case
study in Great Britain, Renew. Energy 75 (2015) 767e778, https://doi.org/
10.1016/j.renene.2014.10.024.
http://linkinghub.elsevier.com/retrieve/pii/
S096014811400651X.
on, S. Jerez, P.M. Ruti, F. Thais, M. Vrac,
I. Tobin, R. Vautard, I. Balog, F.-M. Bre
P. Yiou, Assessing climate change impacts on European wind energy from
ENSEMBLES high-resolution climate projections, Climatic Change 128 (1e2)
(2015) 99e112, https://doi.org/10.1007/s10584-014-1291-0. http://link.
springer.com/10.1007/s10584-014-1291-0.
~ adillas, A. Clifton, S. Feeney, N. Nygaard, M. Poodt,
R. Wagner, B. Can
C.S. Martin, E. Tüxen, J.W. Wagenaar, Rotor equivalent wind speed for power
curve measurement comparative exercise for IEA Wind Annex 32, J. Phys.
Conf. 524 (2014), https://doi.org/10.1088/1742-6596/524/1/012108. http://
stacks.iop.org/1742-6596/524/i¼1/a¼012108?key¼crossref.
437de636faf36964cadb3165c32ccd41.
G. Sinden, Characteristics of the UK wind resource: long-term patterns and
relationship to electricity demand, Energy Pol. 35 (1) (2007) 112e127, https://
doi.org/10.1016/j.enpol.2005.10.003. http://linkinghub.elsevier.com/retrieve/
pii/S0301421505002752.
Danish Energy Agency, Executive Order on a Technical Certiﬁcation Scheme
for Wind Turbines No. 73, 2013.
Deutsches Institut für Bautechnik, Richtlinie für Windenergieanlagen - Einwirkungen und Standsicherheitsnachweise für Turm und Gründung, 2012.
https://www.dibt.de/en/Departments/data/Aktuelles_Ref_I_1_Richtlinie_
Windenergieanlagen_Okt_2012.pdf.
ReliaWind, Project Final Report, 2011. https://setis.ec.europa.eu/energyresearch/sites/default/ﬁles/project/docs/PublishableUSummary-110513_
Reliawind_FinalPublishableSummarytoEC.pdf.
J. Carroll, A. McDonald, D. McMillan, Reliability comparison of wind turbines
with DFIG and PMG drive trains, IEEE Trans. Energy Convers. 30 (2) (2015)
663e670, https://doi.org/10.1109/TEC.2014.2367243. http://ieeexplore.ieee.
org/lpdocs/epic03/wrapper.htm?arnumber¼6967839.
WAsP Riso, European Wind Atlas, Risø National Laboratory, Roskilde,
Denmark,
1989.
http://www.wasp.dk/dataandtools{\#}wind-atlas__
european-wind-atlas.
P.S. Veers, T.D. Ashwill, H.J. Sutherland, D.L. Laird, D.W. Lobitz, D. a. Grifﬁn,
J.F. Mandell, W.D. Músial, K. Jackson, M. Zuteck, A. Miravete, S.W. Tsai,
J.L. Richmond, Trends in the design, manufacture and evaluation of wind
turbine blades, Wind Energy 6 (3) (2003) 245e259, https://doi.org/10.1002/
we.90.
J.F. Manwell, J.G. McGowan, A.L. Rogers, Wind Energy Explained, John Wiley &
Sons, Ltd, Chichester, UK, 2009, https://doi.org/10.1002/9781119994367.
http://doi.wiley.com/10.1002/9781119994367.
E.ON, Wind Turbine Technology and Operations Factbook, 2013. https://www.
eon.com/content/dam/eon-content-pool/eon/company-asset-ﬁnder/
company-proﬁles/ecr/2013-09_E.ON_Wind_Turbine_Technology_Factbook.
pdf.
 Gallacho
ir, Wind turbine availability: should it be
N. Conroy, J. Deane, B.P. O
time or energy based? A case study in Ireland, Renew. Energy 36 (11) (2011)
2967e2971, https://doi.org/10.1016/j.renene.2011.03.044. http://linkinghub.
elsevier.com/retrieve/pii/S0960148111001728.
UK Government, Renewable Sources of Energy: Chapter 6, Digest of United
Kingdom Energy Statistics (DUKES), 2016. https://www.gov.uk/government/
uploads/system/uploads/attachment_data/ﬁle/547977/Chapter_6_web.pdf.
R. Yin, Case Study Research: Design and Methods (Applied Social Research
Methods), ﬁfth ed., SAGE Publications, 2013.
NordPool, N2EX Day Ahead Auction Prices 2012-2016 Daily GBP, 2016. http://

T. Rubert et al. / Renewable Energy 120 (2018) 423e433

[57]

[58]

[59]

[60]

[61]

[62]
[63]
[64]

www.nordpoolspot.com/Market-data1/N2EX/Auction-prices/UK/yearly/?
view¼table.
Ofgem, Renewables Obligation (RO) Buy-out Price and Mutualisation Ceilings
for 2017-18, 2017. https://www.ofgem.gov.uk/publications-and-updates/
renewables-obligation-ro-buy-out-price-and-mutualisation-ceilings-201718.
The European Wind Energy Association, The Economics of Wind Energy, 2009.
http://www.johnsoncontrols.pl/content/dam/WWW/jci/be/solutions_for_
your/art_of_the_possible/Economics-Wind-Main-Report.pdf.
P. Breeze, The cost of electricity from wind turbines, in: Wind Power Generation, Elsevier, 2016, pp. 93e97, https://doi.org/10.1016/B978-0-12-8040386.00011-6. http://linkinghub.elsevier.com/retrieve/pii/B9780128040386000
116.
N. Douglas, The levelised cost of wind energy, in: Renewable Wales, 2016.
http://renewable-wales.com/wp-content/uploads/2016/06/Spkr-4-NeilDouglas-Maximising-the-value-of-your-wind-asset.pdf.
IRENA, Wind Power Technology Brief, 2016. http://www.irena.org/
DocumentDownloads/Publications/IRENA-ETSAP_Tech_Brief_Wind_Power_
E07.pdf.
G. Mitchell, The Pracitce of Operational Research, John Wiley & Sons., Chichester, 1993.
M. Pidd, Tools for Thinking: Modelling in Management Science, John Wiley &
Sons, Chichester.
H. Polinder, F.F.A. Van Der Pijl, G.J. De Vilder, P.J. Tavner, Comparison of directdrive and geared generator concepts for wind turbines, IEEE Trans. Energy

433

Convers. 21 (3) (2006) 725e733, https://doi.org/10.1109/TEC.2006.875476.
[65] W.-G. Früh, Long-term wind resource and uncertainty estimation using wind
records from Scotland as example, Renew. Energy 50 (2013) 1014e1026,
https://doi.org/10.1016/j.renene.2012.08.047. http://linkinghub.elsevier.com/
retrieve/pii/S0960148112005174.
[66] D. Hdidouan, I. Staffell, The impact of climate change on the levelised cost of
wind energy, Renew. Energy 101 (2017) 575e592, https://doi.org/10.1016/
j.renene.2016.09.003. http://linkinghub.elsevier.com/retrieve/pii/S096014811
6307856.
[67] T. Rubert, Lifetime Extension Cost Database (6  900 kW Wind Farm), 2017,
https://doi.org/10.15129/cc9f8eac-d501-41b3-a1b9-3c3a94418e06.
[68] Ofgem, Guidance for Generators, 2010. https://www.ofgem.gov.uk/sites/
default/ﬁles/docs/guidance_for_generators.pdf.
[69] X. Jia, C. Jin, M. Buzza, W. Wang, J. Lee, Wind turbine performance degradation
assessment based on a novel similarity metric for machine performance
curves, Renew. Energy 99 (2016) 1191e1201, https://doi.org/10.1016/
j.rser.2013.01.012. http://linkinghub.elsevier.com/retrieve/pii/S09601481163
07194.
[70] e-POWER, Latest e-ROC Auction Results, 2017. http://www.epowerauctions.
co.uk/eroclatest.htm.
[71] T. Rubert, L. Ziegler, E. Gonzalez, D. McMillan, U. Smolka, J.J. Melero, The UK's
Lifetime Extension Environment of Onshore Wind Turbines, 2017. https://
pure.strath.ac.uk/portal/en/activities/the-uks-lifetime-extension-environmen
t-of-onshore-wind-turbines(0922f52b-8619-475e-b2a6-6df115b6da0a).html.

