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Abstract: In engineering practice, small-sample fault diagnosis of mechanical equipment towards 

heavy noise interference poses great challenges for the existing Transformer based intelligent models. 

To address these challenges, this paper proposes a new lightweight model called C-ECAFormer. Firstly, 

inverted residual block is used to establish signal correlations and inductive bias capability and to 

extract richer local feature information by varying the input channel dimensions. Secondly, 

ECAFormer module is designed to enhance the relationship awareness between different channels in 

the input signal features, thereby improving the model's attention to important channels. Finally, 

collaborative self-attention block is developed to facilitate spatial interaction between window local 

and grid global in vibration signals, reducing the number of parameters and computational complexity 

of the model. The results of two experiments demonstrate that the proposed approach accommodates 

advantages of lightweight and robustness in small-sample fault diagnosis tasks, compared to the 

existing mainstream Transformer and CNN fault diagnosis frameworks. 
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1. Introduction

Proper operation of mechanical equipment relies on the functioning of crucial components such as 

gearboxes. Malfunctions in these components can result in significant economic losses and even pose 

risks to personnel safety [1-3]. Due to the high-intensity usage and prolonged operation of mechanical 

equipment, bearings and gears often experience various types of fault modes. Therefore, employing 

advanced fault diagnosis methods for the detection and identification of critical components in 

mechanical equipment can effectively mitigate unnecessary losses [4-6]. 

Compared to traditional machine learning approaches, deep learning-based fault diagnosis 

techniques have reduced the reliance on prior knowledge and enable feature extraction and fault 

classification from complex data [7-12]. Among them, intelligent fault diagnosis represented by 

convolutional neural network (CNN) has achieved remarkable results [13-15]. Jing et al. developed a 

gear fault diagnosis model utilizing CNN where the raw signals were transformed into spectra and used 

as inputs [16]. Zhang et al. proposed a method called CNN with training interference that addressed the 

influence of noise for end-to-end bearing fault diagnosis [17]. Han et al. designed a novel framework 

for mechanical fault diagnosis, called deep adversarial CNN, which enhanced the generalization 

capability under limited training data conditions [18]. Hoang et al. presented a deep structure-based 

bearing fault diagnosis method using CNN, which exhibited high diagnostic accuracy and robustness in 

noisy environments [19]. Wu et al. introduced a novel approach for intelligent bearing fault diagnosis 

using a semi-supervised CNN in order to leverage unlabeled data [20]. Zhao et al. combined CNN with 
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bidirectional long short-term memory (LSTM) and proposed a deep neural network structure called 

convolutional bidirectional LSTM for machine health monitoring [21]. 

However, CNN models primarily focus on local correlations within sequences and lack the ability 

to model global dependencies, making it challenging to construct relationships between long-range 

sequences. As a result, CNN models struggle to extract fault information from non-stationary vibration 

signals that are affected by heavy noise environment. Transformer determines the weights of output 

features by calculating the similarity between this sequence and the rest of the sequences, and has 

strong feature extraction and long sequence modelling capabilities, which has been widely used in 

natural language processing and computer vision in recent years [22, 23]. In the past two years, several 

researchers have applied Transformer to mechanical fault diagnosis in the presence of heavy noise 

interference. In 2022, Tang et al. constructed Transformer architecture for rotating machinery fault 

diagnosis in variable condition problems, using CWRU dataset as the dataset with 400 samples per 

class of training set [24]. In 2022, Li et al. designed an interpretable deep learning model, variational 

attention-based transformer network, in order to uncover the connections within the signals, and used 

1000 samples per class in the experiment, of which 70% were used as training samples [25]. In 2023, 

Tian et al. introduced a mechanical fault diagnosis method called wavelet-based self-attention network. 

This method effectively suppressed noise interference in both the time and frequency domains. The 

training dataset consisted of 210 samples per class [26]. In 2023, Zhou et al. proposed an industrial 

process optimization vision transformer (ViT) method to explore the global acceptance domain 

provided by the self-attentive mechanism of ViT in fault detection and diagnosis. For each operating 

condition, a training sample of 4000 was used [27]. Although the Transformer models mentioned above 

have powerful feature extraction capabilities, they often suffer from a large number of parameters and a 

complex computational method. Additionally, due to the lack of local signal correlations and spatial 

inductive bias, these models typically require a substantial amount of training samples to ensure 

effective performance. As a result, the existing fault diagnosis methods face challenges when applied to 

small samples. 

In this paper, a novel lightweight model called C-ECAFormer has been proposed for fault 

diagnosis towards heavy noise and small samples. By analysing two different experimental data, the 

results demonstrate that the proposed method effectively reduces the reliance on samples and improves 

feature extraction capabilities under strong noise interference. The main contributions of this paper are 

as follows: 

(1) Inverted residual block is used to establish local signal correlations and inductive bias 

capability and to extract richer feature information by varying the input channel dimensions. 

(2) ECAFormer module is designed to enhance the relationship awareness between different 

channels in the input signal features, thereby improving the model's attention to important channels. 

(3) Collaborative self-attention block is developed to facilitate spatial interaction between window 

local and grid global in vibration signals, reducing the number of parameters and computational 

complexity of the model.  

The rest of the paper is organised as follows: Section 2 briefly reviews the related works. Section 

3 describes the details of the proposed model and the overall framework. Section 4 demonstrates the 

advantages of the proposed method through two sets of comparative experiments. Section 5 concludes 

the paper. 
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2. Related Works

2.1 Efficient channel attention module  

The structure of the efficient channel attention (ECA) module is illustrated in Fig. 1. [28]. The 

ECA module consists of two steps. Firstly, the spatial dimension of the input signal features is 

compressed by downsampling with global average pooling to obtain a representative value for each 

channel, thus reflecting the overall characteristics of each channel. Secondly, the features are scaled 

and weighted by learning the relationships between different channel dimensions using convolutional 

layers. More important channels will be scaled and weighted more, while less important channels will 

be weakened. The output values of the network are then mapped to the range of 0-1 using the Sigmoid 

activation function to obtain channel weights. These weights are then applied to the original signal 

through element-wise product. The specific formula is as follows:

( ( ( )))ECA Sigmoid Conv GAP X  (1) 

out ECAX X (2) 

where 
C NX R  is the input; C denotes the input channel dimension; N represents the input 

length; ( )GAP   is the global average pooling; ( )Conv   represents the convolution function;

( )Sigmoid  represents the activation function; ECA is the calculated channel weight; is the

Element-wise product and 
C N

outX R  is the output.

Fig. 1. The architecture of ECA module. 

2.2 Transformer 

A typical Transformer consists of two parts: the encoder and the decoder [22]. The main 

components of the encoder and the decoder include a multihead self-attention module (MSA), a 

feed-forward neural network (FFN), a residual connection and layernorm, the structure of MSA block 

is shown in Fig .2. 

In the multihead self-attention module, as the first step, the input is linearly mapped to generate 

the query matrix, key matrix and value matrix, which is to project the input into a higher-dimensional 

space, enabling subsequent computations to consider more information. The query matrix, key matrix 

and value matrix formed in the first step are further linearly transformed separately. The purpose here is 

to generate the query matrix, key matrix and value matrix in each head. The specific formula is as 

follows: 

, ,
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mappings; , , 1,2, , )HN C

h h hQ K V R h H


  (  represent the query matrix, key matrix and value 

matrix in each head, respectively; , ,  ( 1,2, , )HC CQ K V

h h hW W W R h H


   are the weights of the 

corresponding transformations; H  is the number of heads in the attention mechanism and HC  is the 

feature dimension in each head, where HC C H  . 

Subsequently, the dot product of hQ  and hK  is computed. This result is then scaled and 

normalized to obtain the attention weights, which is further multiplied by the hV  to obtain the 

weighted features to calculate the similarity between the input vectors. The specific formula is as 

follows: 

 ( )
T

h h

h h

H

Q K
A SoftMax V

C
  (4) 

where ( )SoftMax   represents SoftMax normalization operation, and HN C

hA R


  is the result of the 

attention calculation in the h-th head. 

Finally, the attention calculations in all heads are concatenated and linearly mapped to obtain the 

final result. The specific formula is as follows: 

 
1 2( , , , )HMSA Concat A A A   (5) 

where 
N CMSA R   is the output of the multihead self-attention layer; 

C CR   is the weight of 

the linear mapping.  

 

Fig. 2. The architecture of MSA block. 

 

3. Proposed Method 

3.1 Inverted residual block 
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To address the limitations of Transformer in establishing local signal correlations and spatial 

inductive bias capability, and to enhance the model's ability to extract underlying input sequence 

features while preserving local information, the inverted residual block [29] was added before the 

attention calculation module. 

As shown in Fig. 3, to maintain local information, each channel of the input signal undergoes 

pointwise convolution, resulting in an up-dimensioning of the channel. Next, depthwise convolution is 

applied to the up-dimensioned features. Finally, pointwise convolution is utilized to reduce the 

dimensionality of the multi-scale features, generating new signal features. By incorporating the 

inverted residual block with stride of 2 for downsampling in the first CSA block in each stacked CSA 

block, the model can learn richer features by continuously changing the channel dimensionality. 

Additionally, it leverages the inherent inductive bias of convolutions, thereby enhancing the model's 

generalization capability and trainability. The remaining CSA blocks in each stacked CSA block use 

stride of 1, to convey important information and gradients while reducing information loss. 

           

(a)                                (b) 

Fig. 3. The architecture of inverted residual block: (a) stride = 1; (b) stride = 2. 

 

3.2 Development of ECAFormer 

In the self-attention mechanism of Transformer, the focus is primarily on computing the similarity 

between data features to determine the relevance of different regions in the input sequence. By 

employing the multihead mechanism, the model calculates the correlations between different channels. 

However, each head can only attend to a portion of the input channels, which may not fully capture the 

correlations among all channels in the input feature map. This becomes especially problematic when 

the number of input channels is large, as it may lead to the neglect of correlations between some 

channels. To address this issue, we propose the ECAFormer module, as shown in Fig. 4.  

After the self-attention calculation is performed, the H-ECA module calculates the correlations 

between different channels within each head, so as to integrate the information of different channels in 

the respective heads, enhance the ability to perceive the relationship between different channels in the 

input signal features, and improve the model's attention to important channels. The specific formula is 

as follows: 

C

N

Conv1×1

（BN+GELU）

Depthwise Conv3×3

stride=1

Conv1×1,Linear

Add

C

N

Conv1×1

（BN+GELU）
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 '( ) ( )ECA ii i A   (6) 

 ( '(1) '(2), '( )) oEFr Concat H    ，  (7) 

where  ( 1,2, , )HN C

iA R i H


   represents the attention matrix obtained from the attention 

calculation in the i-th head; ( )ECA i  is the channel weight in the i-th head; '( ) N Ci R   is the 

matrix calculated by the channel attention mechanism in the i-th head; 
o C CR   is the weight of the 

linear mapping and 
N CEFr R   is the final output. 

 

Fig. 4. The architecture of ECAFormer. 

 

3.3 Construction of collaborative self-attention block 

The typical Transformer's MSA block module uses a more complex matrix multiplication method 

when calculating the global feature information of the input signal, which significantly increases the 

computational cost. To address this issue, we develop the collaborative self-attention (CSA) block, as 

shown in Fig. 5. The CSA block employs two algorithms, namely, window local attention and grid 

global attention, to compute attention on the input signal data. This approach is able to reduce the 

computational complexity of traditional attention mechanisms from quadratic to linear complexity 

without losing non-locality. 

First, in the window local attention module, the input data 
N CR   is unfolded into 
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   in a non-overlapping manner using a window of fixed size NP, then 

attention calculation is performed on each window independently, and finally, the attention results from 

all windows are refolded into 
N CR   using the window fold operation. The specific formula is as 

follows: 
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 ( ( ))i bW EFr X i  (8) 

 1 2( , , , )nWin WF W W W  (9) 

where  ( 1,2, , )pN C

iW R i n


   is the result of each window calculated by the ECAFormer module; 

NP represents the dimension size of the window; n  represents the number of window, where

pN N n  ; ( )EFr  represents the operation that the input is calculated by our improved 

ECAFormer model; ( )WF   denotes the window fold operation and 
N CWin R   represents the final 

result obtained after window fold operation. 

After the computation in the window local attention layer, the results are fed into a FFN layer and 

then passed to the grid global attention layer. In the global interactive attention layer, a non-overlapping 

window of size NG is used to partition the feature map 
N C

inX R   into patches, each patch with the 

size of NG C, then, the tokens at the same position are extracted and refolded into patches of size 

( )  ( 1,2, , )M C

G GX i R i N  , followed by independent attention calculation on each patch. To 

preserve the spatial order of the signal data within each patch, the unfolded patches, 
M C

iG R  , are 

refolded to 
N C

inX R   using the grid fold operation. The output is then passed through another FFN 

layer. The specific formula is as follows: 

 ( ( ))i GG EFr X i  (10) 

 1 2( , , , )
GNGrid GF G G G  (11) 

where  ( 1,2, , )M C

i GG R i N   is the result of each grid calculated by the ECAFormer module; 

GN  represents the dimension size of the grid; M represents the number of grid, where GN N M  ; 

( )EFr  represents the operation that the input is calculated by our improved ECAFormer model; 

( )GF   denotes the grid fold operation and 
N CGrid R   represents the final result obtained after grid 

fold operation. 

 

Fig. 5. The architecture of collaborative self-attention block. 

 

3.4 C-ECAFormer architecture  
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The structure of C-ECAFormer, as shown in Fig. 6, consists of a Conv block, four collaborative 

self-attention blocks, and an output block. 

The Conv block contains two convolutional layers and two inverted residual blocks, which are 

used to reduce the dimensionality of the input signal and obtain information about the surrounding 

region, while increasing the number of channels of the input signal, capturing the details and features 

of the input signal and improving the expressiveness of the model. 

The core component of the C-ECAFormer is the four collaborative self-attention blocks. In each 

CSA block, the first inverted residual block employs stride of 2 to change the receptive field size, while 

the remaining inverted residual block in the CSA blocks use stride of 1. Then, the window local 

attention layer is applied to compute the attention within local windows, enabling the extraction of 

detailed features. Subsequently, the FFN layer is utilized to the output features. Finally, grid global 

attention is applied to calculate the attention across global grids, establishing global dependencies and 

capturing long-range relationships. The FFN layer is further utilized to the output features. During the 

attention computation, H-ECA is incorporated to calculate the inner channel correlations within each 

head, enhancing the model's ability to capture the key information of the important channels. 

The output block consists of an average pooling for focusing features in the temporal dimension 

and a linear transformation for mapping the extracted high-dimensional features into the fault diagnosis 

classification dimension. 

Table 1 summarises the parameter and signal shape for each block in the C-ECAFormer model for 

an input signal length of 1024 sampling points. 
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Fig. 6. The architecture of C-ECAFormer. 

 

Table 1  

The parameters and signal shape of each block in the constructed C-ECAFormer. 

Blocks Modules Parameters Signal Shape 

Conv block 

Convolution d=32; k=3; s=2 512×32 

Convolution d=32; k=3; s=1 512×32 

Inverted residual block d=64; kc=1,3,1; sc=1,1,1 512×64 

Inverted residual block d=64; kc=1,3,1; sc=1,2,1 256×32 

Collaborative 

self-attention block 1 
CSA block 1-1 

d=64; kc=1,3,1; sc=1,2,1;  

h=8; NP=16; M=16; f=4  
128×64 

Collaborative 

self-attention block 2 

CSA block 2-1 
d=96; kc=1,3,1; sc=1,2,1;  

h=8; NP=16; M=16; f=4  
64×96 

CSA block 2-2 
d=96; kc=1,3,1; sc=1,1,1;  

h=8; NP=16; M=16; f=4 
64×96 

Collaborative 

self-attention block 3 

CSA block 3-1 
d=128; kc=1,3,1; sc=1,2,1;  

h=8; NP=16; M=16; f=4  
32×128 

CSA block 3-2 
d=128; kc=1,3,1; sc=1,1,1;  

h=8; NP=16; M=16; f=4 
32×128 

CSA block 3-3 
d=128; kc=1,3,1; sc=1,1,1;  

h=8; NP=16; M=16; f=4 
32×128 

Collaborative 

self-attention block 4 

CSA block 4-1 
d=256; kc=1,3,1; sc=1,2,1;  

h=8; NP=16; M=16; f=4  
16×256 

CSA block 4-2 
d=256; kc=1,3,1; sc=1,1,1;  

h=8; NP=16; M=16; f=4 
16×256 

Output block Linear d=Cn Cn 

Remarks: d represents the output dimension, k represents the kernel size in the CNN, s represents the 

stride in the CNN, kc represents the kernel size in the inverted residual block, sc represents the stride in 

the inverted residual block, h represents the number of heads, NP represents the size of the window in 

the window local attention, M represents the size of the grid in the grid global attention, f represents the 

feedforward factor in the FFN, and Cn represents the number of conditions. 

 

3.5 Applications of the C-ECAFormer-based fault diagnosis method 

In this paper, a novel lightweight model called C-ECAFormer has been proposed for fault 

diagnosis towards heavy noise and small samples. The specific procedure is shown in Fig. 7. 

Step 1: Vibration signals are collected from the gearbox through sensors. The collected data is 

divided into training dataset and test dataset by using a sliding window. 

Step 2: The training dataset is fed into a C-ECAFormer model consisting of a Conv block, some 

collaborative self-attention blocks and an output block for training. The Adam optimizer is used to 

dynamically adjust the learning rate and update the model weights. The training process selects 

cross-entropy loss function for backward gradient propagation. 

Step 3: The test dataset is fed into the well-trained model for fault diagnosis and the diagnosis 

results are visualised and analysed. 

-
-
-
-
-

9

C-ECAFormer: a new lightweight fault diagnosis framework towards heavy noise and small samples



 

Fig. 7. C-ECAFormer based fault diagnosis method. 
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The XJTU Gearbox dataset is collected by the Institute of Aero-engine at Xi’an Jiaotong 

University, China [30]. The experimental platform is depicted in Fig. 8(a), which consists of driving 

motor, controller, planetary gearbox, parallel gearbox, and brake. Two accelerometers (PCB352C04) 

are installed in the X and Y directions on the planetary gearbox to collect vibration signals. In the 

experiments, four types of gear faults and four types of bearing faults are artificially introduced to the 

planetary gearbox, as shown in Fig. 8(b). For simplicity, each condition is assigned a different label, as 

shown in Table 2. The motor speed is set to 1800 r/min, and the sampling frequency is set to 20480Hz 

during the experiments. 

 

Fig. 8. The test bench of the XJTU Gearbox: (a) The test bench; (b) Fault modes of gears and bearings. 

The vibration signals are divided using a sliding window, where each sample contained 1024 data 

points. The consecutive windows have a 30% overlap. Each data point has two channels, representing 

the vibration signals from the X and Y directions. To test the performance of the model under 

conditions of limited samples and strong noise interference, 30 training samples and 100 testing 

samples are selected for each healthy condition. Additionally, Gaussian white noise with a 

signal-to-noise ratio (SNR) of 2 is added to each sample. 

 1010 log ( )s

n

P
SNR

P
   (12) 

where sP  indicates the effective power of the input signal, and nP  represents the power of the added 

random noise. 

The running configuration is described as follows: the software is Pytorch 1.12.1; GPU is 

GTX1660s; CPU is i5-10400F. 

Table 2 

Nine health conditions of XJTU Gearbox. 

Health conditions of planetary gearbox Labels of conditions 

Ball fault 0 

Inner race fault 1 

Mix fault (inner+out+ball) 2 

Out race fault 3 

Tooth broken 4 

Missing tooth 5 

Normal  6 

Root cracks 7 

Tooth surface wear 8 

 

4.1.2. Result analysis of Case 1 

To evaluate the performance of the proposed model, we select four end-to-end fault diagnosis 

I. Motor. 2. Coutroller.3 . Planetaiy geartiox. +. Para llel gearbox. 
5. Bmkc.6-7. Accelc rornctor in horizontal. and ,·c11ical direction. 

(a) 

Tooth surfoc1,; \\ car Missing k1.;lh Rool cracks Tooth broken 

Dall fau lt Inner race fou lt Outer race fo uH 

(b) 
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models based on Transformer-CNN: CLFormer [31], Convformer-NSE [32], MaxVit [33], and 

MobileVit [34]. Additionally, we include a widely used CNN fault diagnosis model, ResNet18 [35], as 

a baseline for comparison. To reduce the impact of random errors, each experiment is repeated five 

times, and training is conducted for 100 iterations in each experiment. 

During the training process, we record the accuracy and loss rate of the training and test sets for 

five trials. Fig. 9 shows the curves of the average accuracy and loss rate of the five trials with the 

number of iterations. From Fig. 9, it can be seen that C-ECAFormer, MaxVit, MobileVit and ResNet18 

have a fast convergence rate and basically converge after 20 iterations, while Convformer-NSE and 

CLFormer converge after 70 iterations. C-ECAFormer tends to smooth out after convergence and does 

not fluctuate much, while the other three models with faster convergence still have significant 

fluctuations after convergence. At the same time, the accuracy of the converged C-ECAFormer is 

significantly higher than that of the other five models. 

  

(a)                                       (b)  

  

(c)                                      (d) 

Fig. 9. The average accuracy and loss of each method: (a) Training accuracy; (b) Training loss; (c) 

Test accuracy; (d) Test loss. 

To further evaluate the robustness of the proposed model, we add noise to the input signals with 

SNR of -2dB, -6dB, and -10dB, together with the initial experimental results with SNR of 2dB. Table 3 

presents the accuracy and complexity of each method under different SNR conditions, while Fig. 10 

shows the bar chart of accuracy for each method under different SNR conditions. Through the analysis 

of the results, we observe that as the noise increased, the computational accuracy of each method 

correspondingly decreases. Under SNR conditions of 2dB and -2dB, the proposed model achieves 

accuracies of 100% and 99.04%, slightly higher than MaxVit's 98.82% and 98.37%, as well as 

ResNet18's 99.56% and 98.24%. However, under an SNR of -6dB, all the comparative methods exhibit 

significant accuracy declines, with accuracies lower than 90%, while the proposed method achieves an 
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accuracy of 94.67%. When the noise further increased to a SNR of -10dB, the performance gap 

becomes more apparent. The accuracies of the comparative methods are all lower than 90%, while the 

proposed method still maintains high diagnostic performance with an accuracy of 94.40%. This is 

because C-ECAFormer enhances the relationship perception between different channels in the input 

feature map, enabling it to capture key information from important channels even under strong noise 

interference. 

Table 3 

Diagnostic accuracy and model complexity of each method under different levels of SNR 

Methods 

Accuracy (%) 
Complexity (M) 

Different levels of SNR 

2 -2 -6 -10 Params FLOPs 

C-ECAFormer 100 99.04 94.67 94.40 0.006 1.678 

CLFormer 93.89 91.56 91.89 87.84 0.005 0.144 

Convformer-NSE 97.20 89.22 87.53 80.82 0.230 6.255 

MaxVit 98.82 98.37 88.44 77.44 0.017 6.510 

MobileVit 97.78 95.33 78.67 67.22 0.933 54.554 

ResNet18 99.56 98.24 89.00 77.16 3.849 175.920 

 

Fig. 10. Diagnostic accuracy of each method under different levels of SNR. 

Fig. 11 shows the relationship between the average accuracy at four different SNR ratios and 

model complexity of the various methods for four different SNR. From the graph, we can observe that 

the proposed model achieves good diagnostic performance while simultaneously considering 

robustness and lightweight characteristics. Across the four SNR conditions, the average accuracy 

reaches 97.02%, with a model complexity of only 0.006M Params and 1.678M Floops. This effectively 

verifies that the designed Collaborative self-attention block can reduce the number of model parameters, 

improve computational efficiency, and reduce computational costs. Although CLFormer has a lower 

model complexity with 0.005M Params and 0.144M Floops, its average accuracy is 90.77%, which is 

6.25% lower than the proposed model. The remaining four comparative models are inferior to the 

proposed model in terms of both accuracy and model parameters. 

-
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(a)                                        (b) 

Fig. 11. Comparison of average accuracy and model complexity: (a) Performance of Params vs 

accuracy; (b) Performance of FLOPs vs accuracy. 

To further explore the feature extraction capability of the various methods under strong noise 

interference, a confusion matrix is used to analyse the classification details of the various methods 

under strong noise conditions with a SNR of -10dB. This is shown in Fig. 12. The coordinates 0-8 on 

the axes correspond to the nine health conditions on Table 2, respectively. As can be seen from the 

figure: the proposed method can detect most of the present health conditions, reaching accuracy over 

93% in all except health conditions 6 and 7, where health conditions 0, 3, 4, 5 and 8 are identified with 

an accuracy of 100%. CLFormer achieves an accuracy of over 90% for health conditions 0, 1, 3, 4 and 

5, but a lower accuracy of 48% for health condition 7, which is suboptimal. The remaining methods are 

significantly lower than the proposed method in terms of classification results. In addition, all methods 

except Convformer-NSE achieve lower results in identifying health condition 7 (Root cracks) than in 

identifying other health conditions to a greater or lesser extent, because the cracks in the root crack 

may be small or hidden inside the tooth root and the fault information is easily masked by strong noise. 
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(c)                                      (d) 

 

(e)                                       (f) 

Fig. 12. Confusion matrix of the each method: (a) C-ECAFormer; (b) CLFormer; (c) Convformer-NSE; 

(d) MaxVit; (e) MobileVit; (f) ResNet18. 

 

4.2 Case 2: Fault diagnosis of bearing towards heavy noise and small samples 

4.2.1 Data preparation of Case 2 

The CWRU dataset is provided by the Case Western Reserve University Bearings Data Center 

[36]. The experimental platform is shown in Fig. 13. The experimental platform consists of a 2hp 

motor, a torque transducer, encoder, a dynamometer and control electronics. The experiments are 

carried out under four different motor loads and vibration signals are collected at 12 kHz or 48 kHz 

from normal bearings and damaged bearings with single point defects. Under each operating condition, 

single point faults are found on the rolling elements, inner and outer rings with fault diameters of 0.007, 

0.014 and 0.021 inches respectively. 

This case uses data collected at the drive end of the motor housing with a sampling frequency of 

12 kHz, a motor load of 0 hp and a motor speed of 1797 rpm. Based on different fault sizes, the data is 

divided into 10 classes, including one class for a healthy bearing and three classes for each of the fault 

modes: inner race fault, rolling element fault, and outer race fault, with three different fault diameters. 

And for simple representation each working condition is given a different label, as shown in Table 4. A 

sliding window is used to divide the vibration signal, with each sample containing 1024 sampling 
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points and a 30% overlap of two consecutive sampling points. For each health condition 50 training 

samples and 100 test samples are selected. To verify the robustness of the proposed method, Gaussian 

white noise with a SNR of -5dB is added to the input signal. 

 

Fig. 13. The test bench of the CWRU bearing 

Table 4 

Ten health conditions of CWRU bearing. 

Health conditions of bearing Labels of conditions 

Inner ring with 0.007 inch fault 0 

Inner ring with 0.014 inch fault 1 

Inner ring with 0.021 inch fault 2 

Health State with 0.007 inch fault 3 

Outer ring with 0.007 inch fault 4 

Outer ring with 0.014 inch fault 5 

Outer ring with 0.021 inch fault 6 

Rolling Element with 0.007 inch fault 7 

Rolling Element with 0.014 inch fault 8 

Rolling Element with 0.021 inch fault 9 

 

4.2.2. Result analysis of Case 2 

In this experiment, the same five models as in Case 1 are selected as comparative experiments, 

and the experimental setup is the same as in Case 1, we repeated each set of experiments five times and 

then averaged the results of the five experiments.  

In addition to accuracy, precision and recall are used as evaluation metrics for the models. 

Precision represents the proportion of predicted positive samples that are actually positive, measuring 

the false positive rate of the model. Recall represents the proportion of all positive samples that are 

correctly identified as positive, measuring the false negative rate of the model. The relevant formula is 

as follows: 

 
TP

Precision
TP FN




 (13) 

 
TP

Recall
TP FP




 (14) 

where TP represents the samples that are actually positive and predicted as positive, FN represents the 

samples that are actually positive but predicted as negative, and FP represents the samples that are 

actually negative but predicted as positive. 

Fig. 14 presents the average accuracy, precision, and recall of each method over five experiments. 

Analyzing the graph, it can be observed that the proposed method achieves an accuracy of 99.40%, 
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precision of 99.41%, and recall of 99.40%, all of which are higher than the other comparative methods. 

Compared to the second-best performing method, Convformer-NSE, the proposed method outperforms 

it by 1.82% in accuracy, 1.68 in precision, and 1.82% in recall. 

(a)                          (b)                         (c) 

Fig. 14. Test results of each method: (a) Accuracy; (b) Precision; (c) Recall. 

To explore the performance of each method in feature extraction, t-distributed stochastic 

embedding (t-SNE) is used for dimensionality reduction and feature visualization, as shown in Fig. 15 

[37]. The visualization results demonstrate that the proposed method effectively forms clear 

classification boundaries, with dense clustering of different sample types and strong discriminative 

ability. In contrast, the other comparative methods exhibit overlapping of samples from different health 

conditions during the classification process. CLFormer, which performs second-best in terms of 

accuracy, shows slight overlap between health condition 0 (Inner ring with 0.007 inch fault) and 2 

(Inner ring with 0.021 inch fault), 5 (Outer ring with 0.014 inch fault), 7 (Rolling Element with 0.007 

inch fault), and 6 (Outer ring with 0.021 inch fault), 8 (Rolling Element with 0.014 inch fault). 

(a) (b) 

(c)   (d) 

86%

88%

90%

92%

94%

96%

98%

100%

CLFormer

Convformer-NSE

MobileVit

MaxVit

C-ECAformer

ResNet18

80%

82%

84%

86%

88%

90%

92%

94%

96%

98%

100%

CLFormer

Convformer-NSE

MobileVit

MaxVitResNet18

C-ECAformer

86%

88%

90%

92%

94%

96%

98%

100%

CLFormer

Convformer-NSE

MobileVit

MaxVitResNet18

C-ECAformer

, 
" . 0 . I 

I 2 . l . ' . ' . ' • 7 . ' . . 
0.4 

F1rs1 Compon,mo;6 
1.0 

- { .. 
• 0 

/ 
\ 

. I 
o l . ' . ' . ' . 7 . ' .. 

0.l o., 
F,rsi Compone!

6 
1.0 

I.Or--__ _ 

0.8 

0.2 

0.0 

0.4 
First Compone1~.6 

L.O ~--------=:::::------

0.8 ,, 
0.2 

0.0 

0.2 0.4 
first Compone ,~-6 

L.O 

. 0 . I 
2 . l . ' . ' . ' • 7 . ' . . 

• 0 
0 I 

2 
o l . ' . ' . ' 
• 7 .. . ' 

17

C-ECAFormer: a new lightweight fault diagnosis framework towards heavy noise and small samples



  

(e)                                        (f) 

Fig. 15. Visualization of the extracted features: (a) C-EcaFormer; (b) CLFormer; (c) Convformer-NSE; 

(d) MaxVit; (e) MobileVit; (f) ResNet18. 

To further explore the performance of the proposed method under small sample size, we conduct 

additional experiments with training set sizes of 30 and 10, in addition to the original experiment with a 

training set size of 50. These results in three sets of comparative experiments, as detailed in Table 5. 

Table 5  

Detailed information on different experiments. 

Different datasets Training sizes (Small) Test sizes SNRs of the added noise 

Dataset 1 50 10 100 10 -5 dB 

Dataset 2 30 10 100 10 -5 dB 

Dataset 3 10 10 100 10 -5 dB 

A box plot of the experimental results is shown in Fig. 16. Analysis of the Dataset 1 results shows 

that when the number of training samples is sufficient, the accuracy, precision and recall of all the 

models, except MaxVit, can reach over 94%. As the number of training samples decreases, the 

diagnostic performance of each method is affected to varying degrees. When the sample size is reduced 

to 30, the proposed method is less affected, with accuracy, precision and recall decreasing by 0.58%, 

0.55% and 0.58% respectively. MobileVit is more affected by the sample size, with accuracy, precision 

and recall decreasing by 13.46%, 13.85% and 13.46%, respectively. The accuracy, precision and recall 

of the remaining methods decrease between 3% and 5%. When the number of training samples is 

further reduced to 10, significant differences in results between the methods emerge, Convformer-NSE 

and CLFormer are most affected, with accuracy dropping to 36% and 42%, respectively. MaxVit, 

MobileVit and ResNet18 are the next most affected, with accuracy rates of 74.42%, 67.6% and 68.5%. 

The proposed method is the least affected and still achieves 87.28% accuracy for a small sample. This 

is because the proposed method not only reduces the number of parameters and complexity of the 

model through the CSA block, but also pays more attention to the correlation between different 

channels, thus achieving better results with a signal-to-noise ratio of -5dB for small samples. 
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(c) 

Fig. 16. Test results of each method: (a) Dataset 1; (b) Dataset 2; (c) Dataset 3. 

 

5.Conclusion 

To improve the performance of intelligent fault diagnosis in scenarios with limited samples and 

heavy noise interference, this paper proposes a new lightweight model named as C-ECAFormer. 

Considering the computational complexity introduced by typical self-attention, a CSA block is 

designed. The block sequentially calculates window local attention and grid global attention, 

effectively reducing the computational cost while maintaining efficiency. During the attention 

calculation process in each block, we construct ECAFormer to capture fine-grained features of key 

channels and capture the interdependencies between different channels. To leverage the strong 

capability of CNN in extracting low-level features, we introduce inverted residual block before the 

attention calculation to extract local information and modify the channel dimensions, thereby obtaining 

richer feature representations. 

The experimental results from two distinct scenarios demonstrate the superiority of our proposed 

model compared to the existing mainstream Transformer and CNN models. The developed method 

exhibits robustness and lightweight characteristics while achieving higher accuracy in recognizing 

faults in situations involving limited samples and heavy noise interference. In future work, we will 

explore the applicability of the proposed method in various scenarios, aiming to enhance its 

effectiveness in dealing with more complex noise interference and even fewer samples. 
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