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ABSTRACT:

As bridge infrastructure continues to age globally, the need for efficient maintenance
and digital documentation becomes increasingly urgent. 2D engineering drawings
remain a primary source of information for bridge assessment, yet extracting
semantic content from these documents remains a manual, time-consuming task.
This study proposes an Al-based method for automating the extraction and
structuring of information from 2D bridge engineering drawings. The approach
integrates YOLOv7-based object detection, Handprint-based OCR, and a post-
processing pipeline to identify view regions, recognize textual content, and match
view titles with corresponding views. The system outputs semantically annotated
views, enabling the generation of machine-readable view directories. Experimental
results demonstrate high accuracy in detecting views and recognizing both printed
and handwritten text, with minimal manual input. This work contributes to digital
workflows in bridge documentation and sets the foundation for integration into
broader Bridge Information Modeling (BrIM) systems to support infrastructure
lifecycle management.
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1. INTRODUCTION most processes related to bridge inspection,

In Germany, railway bridges have an average
age of around 80 years (Naraniecki & Marx, 2019),
while the majority of highway bridges were
constructed from 1960 to 1985 (Bundesministerium
fur Digitales und Verkehr, 2022; Kang et al., 2024).
In the United States, more than 42% of the 617,000
bridges are over 50 years old, highlighting the
increasing issue of infrastructure aging (ASCE,
2021). According to the 2021 ASCE report, the rate
of bridge deterioration exceeds that of repair,
maintenance, and replacement. At the same time,
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condition assessment, and quality assurance still
heavily rely on manual effort. The shortage of skilled
professionals further impedes the acceleration of
these workflows. Therefore, automating the entire
process—or at least the labor-intensive and time-
consuming steps—can significantly contribute to
speeding up the rehabilitation, maintenance, and
replacement of infrastructure.

Two-dimensional (2D) engineering drawings
play a critical role in these processes, as they
convey construction designs using a graphical
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language of lines, symbols, and annotations. Within
the engineering workflow, extracting text, view, and
component information from 2D engineering
drawings to support decision-making is one of the
time-consuming and expertise-intensive tasks.
Efficient analysis, management, and information
extraction from such engineering drawings can
greatly accelerate bridge rehabilitation efforts. This
study proposes an Al-based method to analyze 2D
bridge engineering drawings and extract key
information for more efficient management and
interpretation of these documents.

This paper is organized as follows: Section 2
reviews related work on the digitalization of
engineering drawings, including both image
processing and deep learning-based methods.
Section 3 introduces the proposed method, which
combines object detection, OCR, and post-
processing algorithms. Section 4 presents the
experimental results, and evaluation. Section 5
concludes the paper and outlines directions for
future work.

2. BACKGROUND

To enable the digitalization of technical or
engineering drawings, researchers have proposed a
variety of methods, which can generally be
categorized into two groups: traditional image
processing techniques and more recent deep
learning approaches.

In image processing, text extraction and symbol
recognition are two fundamental tasks. Fletcher and
Kasturi (1988) proposed a text extraction algorithm
that utilizes connected component generation and
the Hough transform to detect text strings and
characters. Symbol recognition, as a subtask of text
recognition, has also been widely studied. Most
existing methods rely on rule-based databases that
can adaptively recognize new symbols (Or et al.,
2005). These image processing techniques have
been partially or fully applied in the interpretation of
traditional 2D drawings. For example, Lewis and
Séquin (1998) generated 3D building models from
drawings using line detection algorithms and
connectivity rules. Akanbi and Zhang (2022)
proposed a framework that transforms tagged
information from multiple bridge views into a 3D
shell model for generating IFC models of bridges. Lu
et al. (2020) employed a clustering algorithm to
identify special symbols in architectural CAD
drawings for BIM model generation.

In contrast, deep learning methods offer the
advantage of automatic feature learning, eliminating
the need for manually defined features or
thresholds. These models have demonstrated
strong adaptability and flexibility in drawing
interpretation tasks. In recent years, deep learning
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has been widely applied to enrich technical
drawings through tasks such as object detection,
instance segmentation, scene text detection, and
OCR. Vilgertshofer et al. (2020) used convolutional
neural networks (CNNs) to detect symbols and
infrastructure elements in railway technical
drawings. Elyan et al. (2018) applied random forest
(RF), support vector machine (SVM), and CNN
models to classify symbols in technical drawings.
Nguyen et al. (2021) combined a Fast R-CNN model
with OCR techniques to detect objects and text in
large-format engineering drawings. Van Daele et al.
(2021) employed the DBSCAN clustering algorithm
to segment drawing elements, which were then
classified using a CNN model.

Beyond  algorithmic  approaches, some
researchers have developed integrated systems to
automatically extract and organize information from
technical drawings. Ondrejcek et al. (2009)
developed a prototype system called File2Learn,
which processes engineering drawings and 3D CAD
models through text detection and cropping, OCR
using ABBYY FineReader, data cleansing,
metadata encoding, storage, and ultimately,
visualization and quality control in a custom
browser. Ahmed et al. (2012) used Tesseract OCR
to automate room detection and labeling in floor
plans. Their approach involved extracting room
labels, aligning and merging characters, and
matching them to a predefined room title dictionary
using Levenshtein distance, thereby improving both
recognition accuracy and semantic analysis.
Gimenez et al. (2016) demonstrated a BIM process
using Qgar OCR to recognize characters and their
bounding boxes from binarized text images
extracted from floor plans. Golzhauser et al. (2023)
proposed an Al-based OCR approach specifically
for the title block of 2D bridge engineering drawings,
aiming to extract textual information and convert it
into a semantic data model to support digital twins
and maintenance management of existing bridges.
The method for extracting information from the title
block in Gélzhauser et al. (2023) will continue to be
used in this study. Building upon it, the present study
incorporates object detection and introduces new
post-processing algorithms, with a central focus on
managing views in bridge engineering drawings.

3. METHODS

2D engineering drawings primarily consist of
both geometric and non-geometric information,
providing detailed visual representations,
annotations, and title blocks that are essential for
bridge design and construction (Ostrowsky, O.,
1989). Annotations and title blocks primarily consist
of textual information, while visual representations
mainly contain geometric data from various views.
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Accordingly, information extraction can be divided
into three parts: (1) object detection using an Al-
based model to localize views, (2) text recognition
via OCR, and (3) post-processing to structure and
classify the extracted information.

3.1 Object detection

YOLO (Jiang et al., 2022) is employed for object
detection in bridge engineering drawings. According
to the comparative study by Yung et al. (2022),
YOLOv7 outperforms YOLOv5 and YOLOvV6 in
terms of detection accuracy. Therefore, YOLOV7 is
selected in this work to perform object detection
tasks. The model is trained to efficiently detect
views, such as top view and side views, within
engineering drawings.

Detection results are visualized using colored
rectangular bounding box, green boxes for views
(see Fig. 1) and are also saved in TXT files as
shown in Fig. 2. Each row contains a class label (0
for view) and four normalized values: center X,
center y, width, and height. YOLOv7 uses a
normalized coordinate system from (0,0) at the top-
left to (1,1) at the bottom-right, allowing consistent
spatial representation across images and enabling
further processing.

Eigur?a? An example of detection results from YOLO.

txt - Editor = O X
Datei Bearbeiten Format Ansicht Hilfe
00.574217 0.637802 0.0811966 0.0645713 A
0 0.24886 0.600919 0.153846 0.180244
00.405484 0.261492 0.701567 0.381013

Windows | Zeile 4, Sp 100%

Figure 2: Examples of the TXT file with object detection
results from YOLOV7.

3.2 0CR
OCR generally consists of two main stages: text
detection, which identifies the location of text
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elements, and text recognition, which converts text
in image format into a digital string representation
(Wang et al., 2021). According to the comparative
study by Peng et al. (2023), the OCR tool Handprint
(Caltechlibrary, 2025) outperforms tools like
Tesseract (Smith R., 2007), EasyOCR (JaidedAl,
2025), PaddleOCR (PaddlePaddle, 2025), and
handwriting-ocr (Breta01, 2025) when processing
textual fragments from real engineering drawings.
Therefore, Handprint is adopted in this study for text
recognition.

The output of Handprint is provided in JSON
format. The JSON files include detailed coordinates
and information for each word or line, along with the
dimensions of the resized image used during OCR
processing. This resized image, generated during
Handprint's pre-processing, maintains the original
aspect ratio while reducing resolution, and all
coordinate values correspond to this scaled version
of the image. The coordinate system in the JSON
files originates at the top-left corner (0, 0), with the
x-axis extending to the right and the y-axis extending
downward.

Each text element in the JSON output contains
the following key information:

1) boundingBox: Eight values representing the
coordinates of the four vertices of the text
bounding box.

2) confidence: The OCR confidence score for
the recognized text.

3) text: The recognized textual content.

"boundingBox":

970
2aiY,

146,
20332,
146,

2031,

178,

2378

179

x
"confidence"™: 8.998,
"text": "B-B"

B}

Figure 3: An example of the JSON file content.

As illustrated in Fig. 3, the boundingBox defines
a rectangle using four points: top-left (x1, y1), top-
right (x2, y2), bottom-right (x3, y3), and bottom-left
(x4, y4). The example shows the coordinates (2879,
146), (2932, 146), (2931, 178), and (2878, 179)
forming a complete bounding box. This box
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precisely marks the location of the text content “B-
B”.

3.3 Post-processing

The information extracted through object
detection (YOLOv7) and OCR (Handprint) lacks
semantic structure. Specifically, it is unclear whether
a detected region (views in the engineering
drawings) corresponds to an abutment or
foundation, or whether extracted text originates from
annotations or title blocks. To address this, three
post-processing algorithms (outlined in section
3.3.1, 3.3.2 and 3.3.3) are developed to categorize
the extracted information, generate view directories
for engineering drawings and assign the views to its
respective components.

3.3.1 Title block information extraction

Title blocks in engineering drawings contain key
metadata such as drawing names. Within a set of
engineering drawings, the layout of the title block
typically remains consistent (DIN EN I1SO 5457,
2017). Therefore, this study adopts an interactive
semi-automated extraction approach. On the first
page of each drawing set, the user interactively
selects two points to define a rectangular region that
marks the target location of the title block. This user-
defined reference position provides the initial spatial
template for identifying title block contents on
subsequent pages. Based on this template, specific
content, such as drawing names, can be

consistently extracted across all pages within the set.

The detailed procedure follows the method
described in Section 4.1 of Golzh&user et al. (2023).

3.3.2 Title identification

In engineering drawing practices, texts of the
same hierarchical level are typically presented using
a consistent font size to ensure clarity and visual
uniformity. The font heights on a given drawing are
usually limited to a discrete set of standard values
rather than forming a continuous distribution (DIN
EN ISO 3098-2, 2000). This characteristic allows for
the use of clustering algorithms to identify the
number of distinct font height levels. Moreover, view
titles often appear among the largest text elements
on a drawing. Based on this observation, the largest
cluster can be considered a potential candidate for
view titles.

In this study, the k-means clustering algorithm
(Likas et al., 2003) is used to identify view titles from
Handprint's OCR output. K-means is a widely used
unsupervised clustering algorithm that partitions a
dataset into k clusters by minimizing intra-cluster
variance. Given a set of vectors Xz, ..., X, the
algorithm seeks a clustering C = {C;, ..., C;} that
minimizes the following objective:
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where i is the mean of cluster i fori=1to k.

In the implementation of this research, the
algorithm evaluates different cluster counts using
the silhouette coefficient, a metric that measures
how similar an object is to its own cluster compared
to other clusters. This helps determine the optimal
number of clusters. The cluster with the largest
average font height is identified as representing the
view titles, and its mean height is selected as the
optimal title font height. Furthermore, the upper
bound (UB) and lower bound (LB) are calculated
based on a user-defined matching range (MaRa),
with a default of £20%:

UB/LB = Optimal height x (1 + MaRa) 2)

These bounds define the acceptable font height
range for identifying titles from Handprint outputs,
enhancing the algorithm’s flexibility in handling
various drawing formats while maintaining
recognition accuracy. The use of a percentage-
based dynamic range, rather than fixed pixel values,
ensures greater adaptability across different image
resolutions and styles.

In addition to font height constraints, two
heuristic rules are applied based on observations
from a large number of real German bridge
engineering drawings: (1) the text line must exceed
a predefined character length (default: 10
characters), and (2) the first letter must be
capitalized. These additional rules help improve the
precision of title identification.

3.3.3 Matching view titles with detected views

In Section 3.1, the views are detected by
YOLOv7, and in Section 3.3.2, potential view titles
are identified. By correctly matching these two sets
of information, semantic annotations can be
assigned to each detected view, essentially
enriching each view with its corresponding title label.

The matching process adopts a multi-criteria

approach to ensure accurate associations between
views and titles. For each detected view, the system
evaluates potential view title matches based on the
following three spatial relationship criteria:

1) Containment check: Determines whether a
titte is completely enclosed within the
bounding box of a view, which typically
indicates a direct labeling relationship.

2) Intersection analysis: If the bounding boxes
of a title and a view overlap, they are
considered spatially related and are likely to
form a semantic pair.

3) Distance calculation: If neither containment
nor intersection exists, the system calculates
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the Euclidean distance between the center
points of the title and view bounding boxes to
find the closest title.

The matching process applies these criteria in a
prioritized sequence—starting with containment,
followed by intersection, and finally proximity. Once
a match is found through containment or
intersection, the system immediately assigns the
titte to the view, skipping further distance
calculations. This hierarchical matching strategy
ensures that the most visually evident relationships
are captured first.

4. RESULTS

4.1 Object detection with YOLOv7

The YOLOv7 model was trained on 2,000 real-
world 2D bridge engineering drawings, all manually
annotated. The dataset was split into 80% for
training and 20% for validation, and the training was
conducted over 200 epochs. The training used a
batch size of 16, the OneCycle learning rate (Smith
L. N., 2018) policy, and the Adaptive Moment
Estimation (Adam) (Kingma & Ba, 2014) optimizer.
As shown in Fig. 4, the training loss rapidly
decreased from an initial value of approximately
0.085 to around 0.060 within the first 60 epochs, and
subsequently showed a gradual and stable
decrease, reaching approximately 0.048 by epoch
200. This indicates efficient convergence with
continued, albeit slow, improvement throughout
training.

0.09
0.08
0.07

@ 0.06
S 005
£0.04
o

£ 0.03
0.02
0.01

— e e —

Figure 4: Training Loss over epochs.

Evaluation metrics on the validation dataset
exhibited fluctuating performance in early stages but
stabilized significantly after 120 epochs.
Specifically, the MAP@.5 metric progressively
improved, ultimately reached approximately 0.92 by
the end of training (see Fig. 5). Likewise, the more
stringent MAP@.5:.95 metric showed consistent
improvement, stabilizing between 0.64 and 0.68
(Fig. 6), indicating that further improvements remain
possible.
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Overall, towards the later stages of training, the
loss decreased slowly while validation metrics
stabilized and showed slight improvements,
indicating that the model had approached an optimal
state. Additionally, no significant overfitting was
observed, suggesting that the model capacity,
training dataset size, and task complexity were
appropriately balanced. This balanced performance
demonstrates that the YOLOv7 model effectively
detects views in bridge engineering drawings and is
suitable for practical applications. Future work may
include additional data augmentation, refined
annotation quality, and higher-resolution input
images to further boost localization precision.

- - — — — - - - - — — —

—_—_ - - — —

Figure 5: Validation mAP@0.5 over epochs.
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Figure 6: Validation mAP@0.5:0.95 over epochs.

4.2 OCR with Handprint

Handprint is a well-established pre-trained OCR
tool. For bridge engineering drawings, the
recognition accuracy based on Levenshtein
distance is approximately 99% for printed text and
98% for handwritten text (Peng, et al., 2023). Fig. 7
illustrates the recognition results of Handprint for
handwritten text in engineering drawings.
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Figure 7: An example of handwritten text recognition from
Handprint.

4.3 Post-processing

The post-processing algorithms described in
Section 3.3 were successfully implemented and
tested on real bridge engineering drawings. These
algorithms effectively transform the raw detection
and recognition outputs into semantically structured
information. The following subsections present the
results for each of the three key post-processing
algorithms.

4.3.1 Title block information extraction

Fig. 8 demonstrates the extraction of the drawing
name from the title block after applying the title block
information extraction process described in Section
3.3.1 to an engineering drawing.

7| 1538015749-V05.1xt - Editor - O X

Datei Bearbeiten Format Ansicht Hilfe
iFilename: 1538015749-V05 A~
Drawing name: Maistab. 1.50 Bewehrung der am Uberbau Koppen 1.10

Windows (CF Zeile 1, Spall 100%

Figure 8: An example of title block information extraction.

In this example, "Bewehrung der am Uberbau
Koppen" refers to the reinforcement drawing of the
bridge caps in the superstructure.

4.3.2 Title identification

Fig. 9 illustrates the results after applying the title
identification process outlined in Section 3.3.2 to an
engineering drawing, where eight potential view
tittes are identified. The same results are also
provided in TXT format by the title identification
algorithm, as shown in Fig. 10.

Notably, the two correct view titles—Draufsicht
(representing the top view) and Schnitt A-A
(indicating the sectional view along A-A)—are
successfully identified. However, the other potential
view titles are incorrect, and the subsequent
matching process helps further eliminate these false
positives.
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Eigure 9: Schematic illustration of identified potential view
titles.

“txt - Editor =S o X

Datei Bearbeiten Format Ansicht Hilfe
ITnel Draufsicht M. 1:50, Height: 29.5. Position: 0.175633 0.073337 0.112342 0. 018409 A
21

"4980" 0 4400’4 0 119S<S 0 01 1064
729 0.437055 0.119066 0.017815

Tltel Schnm,—\ -AM. 1:10, Helght 55 Posmon 0.260285 0.520190 0.119462 0.017815

Titel: Pos. 10. 11. 12 stimseitige, Height: 27.5, Position: 0.536195 0.691211 0.130142 0.017815
Titel: Die Bewehrung ist fiir beide Uberbauten ausgezogen, Height: 22.5, Position: 0.617880 0.804038
0.285601 0.014252

Filename: 1538015749-V05

Drawing name: Maistab. 1.50 Bewehrung der am Uberbau Koppen 1.10

Windows (CRLF) Zeile 1, Spalte 1 100% |
Figure 10: Examples of identified potential view titles in
TXT format.

4.3.3 Matching view titles with detected views

The results of the matching process described in

Section 3.3.3 are saved and visualized in a
structured format, as shown in Fig. 11.

The detected views are cropped and saved as
individual JPG files. Each JPG file is named
according to its corresponding matched view title,
such as Draufsicht M. 1 50 (Top view, scale 1:50).
In addition, a semantic description file is
automatically generated for each JPG and saved in
TXT format. As shown in Fig. 12, this TXT file
contains the matched view title as well as relevant
information extracted from the title block. This
semantic file serves as a crucial link between textual
information and drawing geometry, enabling the
establishment of semantic associations. For
example, when a view title such as "top view" is
identified through OCR and post-processing, the
system can, based on corresponding information
from the title block, interpret this top view as
representing the reinforcement layout of bridge caps
in the superstructure. This machine-readable
association between geometric regions and
structural meaning allows for automated
interpretation of drawing content and supports
downstream tasks such as structured directory
generation and targeted information retrieval.
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MName R Typ

= Draufsicht M. 1 50,pg
Draufsicht M. 1 50.txt

JPG-Datei
Textdokument
= Pos. 10. 11. 12 stirnseitige.jpg JPG-Datei

Pos. 10. 11. 12 stirnseitige.txt
= Schnitt A-A M. 110jpg

Schnitt A-A M. 1 10.tat

Textdokument
IPG-Datei
Textdokument

Figure 11: Schematic illustration matching view titles and
views

_| Draufsicht M. 1 50.txt - Editor — a X

Datei Bearbeiten Format Ansicht Hilfe
[Title: Draufsicht M. 1 50 A
Drawing name: Maistab. 1.50 Bewehrung der am Uberbau Koppen 1.10

w

Windows (CI Zeile 1, Spall 100%

Figure 12: An example of semantic description in TXT file
for a view.

As shown by the comparison between Fig. 10
and 11, the filtering and matching process
effectively reduces the number of candidate titles,
with only three valid view titles remaining, two of
which are correct, demonstrating the robustness of
the approach. Based on these refined results, a
structured view directory of the engineering drawing
can be generated (Fig. 13). This directory acts as a
valuable navigational aid for engineers, enabling
efficient access to specific regions within a drawing
and facilitating the rapid retrieval of relevant views
for downstream analysis. For example, a keyword-
based search function could be developed, where
entering terms like "top view," "bridge cap," or
“reinforcement" would directly retrieve and display
the corresponding views containing relevant
semantic information. This demonstrates how the
interaction between textual content and geometric
content in the engineering drawings can be made
more seamless and efficient.

¢t - Editor = m] X

Datei Bearbeiten Format Ansicht Hilfe

Titel: Draufsicht M. 1:50, Height: 29.5, Position: 0.175633 0.073337 0.112342 0.018409 A
Titel: Schnitt A-A M. 1:10, Height: 28.5, Position: 0.260285 0.520190 0.119462 0.017815

Titel: Pos. 10. 11. 12 stimseitige, Height: 27.5, Position: 0.536195 0.691211 0.130142 0.017815
Filename: 1538015749-V05

Drawing name: Maistab. 1.50 Bewehrung der am Uberbau Koppen 1.10

v

Windows (CRLF)  Zeile 7, Spalte 1  100%

Figure 13: An example of directories for views within an
engineering drawing.

5. CONCLUSIONS AND OUTLOOKS

This study presents an Al-based method for
extracting and semantically structuring information
from 2D bridge engineering drawings. The proposed
approach integrates object detection using
YOLOv7, OCR via Handprint, and a series of post-
processing algorithms to automatically detect views,
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recognize text, and establish semantic associations
between views and view titles.

Experimental results demonstrate the
effectiveness of the YOLOv7 model in accurately
localizing view regions in complex bridge drawings,
achieving high detection precision without signs of
overfitting. The OCR module based on Handprint
achieves excellent recognition performance for both
printed and handwritten text. Through post-
processing, target information is semi-automatically
extracted from title blocks, such as drawing names.
View titles are automatically identified using
clustering techniques and heuristic rules, and then
matched with detected view regions to create
structured, machine-readable outputs. These
outputs include semantically enriched view image
files, which facilitate the generation of
comprehensive drawing directories and support
further digital workflows in bridge documentation
and analysis.

Looking ahead, several directions can be
pursued to enhance this framework. First,
expanding and diversifying the training dataset,
particularly with older and handwritten drawings,
can further improve detection robustness. Second,
incorporating more advanced text semantics and
context-aware algorithms may increase title
identification accuracy and reduce false positives.
Third, system functionality could be extended to
support  multilingual text  recognition and
component-level annotation. Regarding
component-level annotation, we plan to perform
instance segmentation on the extracted views to
identify and extract component contours. These
contours will then be refined through post-
processing, and associated with textual data to
enable the linkage of geometric dimensions with
structural components. Finally, integrating this
automated pipeline into a larger BrIM system could
support full lifecycle management of bridge
structures, contributing to the digital transformation
of civil infrastructure maintenance and design.
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